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Abstract
Fire safety has become a significant concern to public safety; especially in the aftermath of 9/11 attack 
where, according to official reports, three World Trade Center buildings collapsed because of fire. Therefore, the 
level of thermal insulation required from building material and structural elements has increased. In recent years, 
gypsum board wall assemblies have been increasingly used as compartmentation for high-rise residential and 
commercial buildings. The increasing popularity of gypsum board wall assemblies is due to their relatively high 
strength-to-weight ratio, ease of prefabrication, fast erection and good thermal insulation. Before implementation of 
any building material or structural element, its Fire Resistance Rating must be determined by subjecting the material 
or element to a standard furnace fire test. Over the years, a large database has been collected for the Fire Resistance 
Rating of building materials and structural elements. However, due to the expensive and time-consuming nature of 
the standard fire tests, determining an accurate Fire Resistance Rating can be a difficult task.
In this study, the author numerically evaluated the Fire Resistance Rating of a new gypsum board wall 
assembly. Composite steel-EPS (Expanded Polystyrene) insulation is added to a traditional gypsum board wall 
assembly. The author first did numerical simulation of an experiment on the thermal response of a non-load-bearing 
gypsum board wall assembly to verify the thermal modeling methodology. The author then did numerical simulation 
of an experiment on the mechanical response of a load-bearing gypsum board wall assembly to verify the 
mechanical modeling methodology. Finally, the author used the verified thermal and structural modeling 
methodology to simulate the new composite steel-EPS gypsum board wall assembly and obtained its numerical Fire 
Resistance Rating. This Fire Resistance Rating should be compared with future experimental results of the new wall 
assembly. All modeling was done with ABAQUS V6.14.
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Chapter 1 Introduction
1.1 Background
Due to the ever rising loss of properties and lives as a result of structural damage or failure caused by fire, 
fire safety design has become a significant engineering topic [1]. Several milestone incidents, including 9/11 attack, 
in which three World Trade Center buildings collapsed after catching fire, have attracted global attention to the topic
[2].
There are generally two ways to approach fire safety design [3]. The first is the active approach where the 
main design methodology is to extinguish the fire before it starts causing major damage. Sprinklers or deluges can 
be installed in buildings for this approach. The second is the passive approach where the main goal is to prevent the 
fire from spreading out or to minimize damage as much as possible. In this approach, materials with good thermal 
insulation properties can be used as compartmentation to stop fire from spreading across a building. At the same 
time, materials must also provide good thermal insulation capability so the temperature of the structural elements of 
a building does not rise above the critical value that could cause structural failure, as most structural materials, e.g. 
steel, degrade mechanically when temperature rises [3].
Therefore, it is for the purpose of the passive approach to fire safety design to discover and study materials 
with good thermal insulation properties so they can be confidently used as compartmentation in buildings. Among 
those materials, gypsum boards are now widely used as compartmentation in commercial, industrial and residential 
buildings. The ever increasing popularity of gypsum boards is due to their good thermal insulation capability, high 
strength-to-weight ratio, fast erection and easy installation and their relatively inexpensive cost. All the above traits 
also make gypsum boards valuable structural elements in modern high-rise steel framed buildings [3].
As mentioned above, gypsum boards are extensively used as compartmentation materials and are usually 
framed by steel studs to form gypsum board wall assemblies. Figure 1.1 gives a typical gypsum board wall assembly 
without any insulation material in the cavity.
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Figure 1.1: A typical gypsum board wall assembly without insulation material
It is also common practice to fill the cavity in the gypsum board wall assembly with insulation materials 
such as glass fiber, rockwool or EPS [3].
There are several advantages of using a gypsum board wall assembly with steel studs as compartmentation.
As stated above, most construction materials, including steel, tend to degrade mechanically when their temperature 
rises. Certain gypsum boards such as Type X gypsum boards have very good thermal insulation so they can offer 
certain thermal protection to the steel studs inside the wall assembly to maintain their strength during an event of 
fire. In addition, gypsum boards can also function as a bracing device to steel studs as they are connected via 
fasteners such as nails or screws. Besides the above two advantages, low cost, easy installation and high strength-to 
weight-ratio are also positive traits that gypsum board wall assemblies possess. Gypsum board wall assemblies can 
be either load-bearing or non-load-bearing [4].
It is imperative to assess the Fire Resistance Rating (FRR) of any building material or structural element 
before it can be used in construction. Most codes and practices around the world require standard fire tests of 
individual building materials or structural elements to determine their FRR. Standard fire tests are usually done 
according to standard documents such as ASTM E119 or CAN/ULC-S101-M89. ASTM E119 serves as the standard 
document for fire tests in the US and CAN/ULC-S101-M89 in Canada. Some researchers such as Manzello [4] have 
pointed out there has been a large database built for lots of the experiments done on different building materials and 
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structural elements, including a variety of gypsum board wall assemblies with varying factors, such as thickness, 
types or number of layers of gypsum boards, types and sizes of steel and steel studs inside, and types and thickness 
of insulation inside.
ASTM E119 [5] provides the standard test methods in the US for fire tests of building materials and 
structural elements. The test methods apply to a variety of building materials or structural elements such as walls, 
columns and floors. The document prescribes a standard exposing fire of controlled extent and severity. Performance 
of building materials or structural elements is defined as the length of the period of resistance to standard exposure 
of fire before any of the failure criteria is observed. Performance or exposure of materials or elements shall be 
expressed as “2-h,” “6-h,” “1/2-h,” etc., which is the elapsed period they can withstand in the prescribed fire test.
The fire tests shall be done with a furnace that follows a temperature vs time curve given in E119. Part of 
the temperature vs time curve is given in Table 1.1.
Table 1.1: Part of the standard temperature vs time curve in E119
Temperature (F) Temperature (C) Time (min)
1000 538 5
1300 704 10
1550 843 30
1700 927 60
1850 1010 120
2000 1093 240
2300 1260 480
The building materials or structural elements to be tested should be representative of the condition of real 
life construction in terms of size, workmanship, detailing, moisture content and load carrying capability. One side 
(exposed surface) of the materials or structural elements will be subjected to the furnace fire following the 
temperature vs time curve in E119. The other side (unexposed surface) is exposed to the ambient temperature. 
During the test, temperature as a function of time at different locations will be recorded via thermal gauges as 
stipulated in E119. Other information such as deformation, cracking, spalling can also be recorded depending on the 
specific goals the test.
According to E119, there are three critical criteria functioning as the judgement of the FRR of building 
materials or structural elements. These are:
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a) The average temperature rise of any set of thermal gauges for the material or element being protected 
is more than 250°F (139°C) above the initial temperature, or the temperature rise of any one thermal 
gauge of the set for the material or element being protected is more than 325°F (181°C) above the 
initial temperature. (thermal insulation)
b) The test specimen failed the purpose of prevention of spread of fire because the passage of flame or 
gases through a crack or breach has become hot enough to ignite cotton waste (thermal integrity)
c) The structural member fails under the specified loading condition in the fire test due to the degradation 
of the mechanical properties of the building material or structural element (structural integrity)
However, due to the time-consuming nature of those fire tests and the high expenses for the conduction of 
these tests, the FRR of any new building materials or structural elements can be hard to assess. Therefore, numerical 
simulation of fire tests of new building materials or structural elements can be potentially very promising, due to 
their low cost and time saving characteristics [1, 6].
1.2 Objective
The objective of this study is to assess the FRR of a newly proposed gypsum board assembly. The new wall 
assembly is a composite steel-EPS wall assembly that consists of a varying number of layers of gypsum boards 
framed and insulated by composite steel-EPS material. The author presents existing standard fire tests of a load­
bearing and a non-load-bearing gypsum board wall assembly, and then numerically simulates both fire tests to verify 
the modeling methodology. Subsequently, the verified modeling methodology is used to simulate the new composite 
steel-EPS gypsum board wall assembly, and the numerically simulated thermal and mechanical behaviors of the new 
wall assembly under the standard fire test according to E119 are calculated and studied. Finally, the FRR of the new 
wall assembly is deduced based on the numerical results.
1.3 Outline
The outline of this dissertation is given in the below content.
Chapter 1. This chapter gives the general information of the dissertation, including: background 
information, objective of this research and outline of the dissertation.
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Chapter 2. This chapter introduces an existing fire test of a non-load-bearing gypsum board wall 
assembly. A numerical simulation is done to simulate the fire test of the non-load-bearing 
wall assembly. The numerical results are compared with the experimental results and a high 
degree of accuracy is achieved. Therefore, the thermal modeling methodology is verified.
Chapter 3. This chapter introduces an existing fie test of a load-bearing gypsum board wall assembly. A 
numerical simulation is again done to simulate the fire test of the load-bearing wall assembly. 
The numerical results agree well with the experimental results. Subsequently, the agreement 
between the numerical and experimental results verifies the mechanical methodology.
Chapter 4. The new composite steel-EPS gypsum board wall assembly is introduced, and the verified 
numerical modeling methodology is implemented to simulate an E119 standard fire test of 
this new wall assembly. The numerical results are thoroughly studied and the FRR of the new 
wall assembly is deduced.
Chapter 5. The last chapter gives the summary, conclusion and future work of this dissertation.
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Chapter 2 Numerical Evaluation of Fire Ratings: Non-load-bearing wall1
1 This chapter will be submitted for publication as Quan, Zhili, Hulsey, Leroy, Journal of Structural Fire 
Engineering.
2.1 Abstract
Both non-load-bearing and load-bearing walls are used in commercial and residential buildings to function 
as partitioning walls. As modern buildings get progressively taller over time, fire safety related issues become more 
significant. Therefore, non-load-bearing and load-bearing walls must possess certain fire resistance capabilities to 
assure public safety from potential fire hazards. Standard fire tests of bearing walls have been conducted over the 
years and a large database has been established. Those fire tests were expensive, labor-intensive and required the 
expertise of technicians, not to mention the time-consuming nature of the preparation and conduction of the tests. 
However, it is shown in this paper that numerical models can accurately predict the behavior and response of a wall 
assembly that is subjected to a fire test. In this study, existing experimental results from fire tests of a series of non­
load-bearing gypsum board wall assemblies were reviewed, and a numerical model was developed in ABAQUS to 
simulate the fire test. Subsequently, the numerical results were compared with the experimental results.
2.2 Introduction
In the aftermath of the World Trade Center attack, fire protection has become increasingly important in 
modern building design, especially in high-rise building design. Modern buildings have been steadily getting taller 
over the last several decades [1]. The evacuation of occupants from a high-rise building during a fire can be difficult 
and time-consuming. Wall assemblies are usually constructed with fire protective exteriors and steel studs to 
maintain structural integrity. The fire protective exterior can be made of one of a variety of materials such as 
gypsum board, plasterboard, or glass. The assembly can be hollow so that air will function as the insulation. 
However, convection and radiation in the cavity between the exterior walls will take place, and the heat transfer via 
either means could be significant. Besides leaving a cavity inside the wall assembly, insulation material such as 
rockwool or glass fiber can be installed to fill the cavity, and only thermal conduction through the insulation 
material will take place [2]. However, putting insulation material inside of the wall assembly is expensive and its 
effectiveness is still unknown.
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In order to precisely assess the fire resistance rating of a specific non-load-bearing or load-bearing wall, 
standard fire tests can be done on the wall based on standard documents such as ASTM E119 [3] or CAN/ULC- 
S101-M89 [4]. ASTM E119 is the standard document for fire resistance tests of building materials and structural 
elements in the US and CAN/ULC-S101-M89 is the standard document in Canada. There have been many tests 
conducted to evaluate the fire resistance of individual construction materials but few of them were tests for actual 
wall assemblies. Wall assemblies are structural elements that consist of multiple materials and are constructed in a 
specific way. Moreover, any variation of the setup of the wall assemblies, such as types of material, thickness of the 
material, and dimensions (height or width) of the assembly, can create uncertainty. It is economically impractical to 
conduct tests that are only slightly different from tests that have been already conducted, but a slight difference 
might contribute to a significant difference in results [5].
Therefore, numerical simulation of fire tests of non-load-bearing and load-bearing wall assemblies can 
potentially be very useful. Numerical simulation before a fire test of a wall assembly can often reasonably predict 
results which can provide great insight [5]. After the test, numerically generated results can give a level of 
confidence on the accuracy of the test depending on whether the experimental results and the simulated results 
match well. In addition, when funding is not adequately provided, numerical simulation of wall assemblies under 
study can at least give some insight into whether the wall assemblies will meet the requirements of the construction 
industry. There is literature available on fire tests done on both non-load-bearing and loading-bearing wall 
assemblies and numerical simulations of these tests. ASTM C1396/C1396M [6] gives the standard properties of 
different kinds of gypsum boards, such as the manufacturers of different gypsum boards, fire resistance (burning 
period before failure) based on the thickness of different gypsum boards, flexural strength, and deformation under 
humidity. However, ASTM C1396/C1396M does not give any information regarding the thermal properties of 
gypsum boards, such as thermal conductivity or specific heat.
Therefore, researchers have begun individual experiments to test the thermal properties of different types of 
gypsum boards before conducting fire tests of gypsum board wall assemblies. Manzello, et al. [7] conducted a series 
of fire tests in the US on gypsum board wall assemblies and recorded the temperature on the unexposed surface of 
the gypsum boards as a function of time. Manzello, et al. [7] also measured the thermal properties of the gypsum 
boards used in the tests according to ASTM E 1269 [8] for the future possibility of numerically modelling the fire 
tests. Manzello, et al. [9] later conducted another series of tests in Japan and recorded the experimental results. The 
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North American fire tests were compared with the Japanese fire tests. Manzello, et al. [10] also conducted a test 
which subjected a gypsum board wall assembly to a real fire scenario. The experimental temperatures and deflection 
of the wall assembly were recorded during the test. Sultan, et al. [11, 12] conducted a series of tests to study the 
factors that could influence the performance of a gypsum board wall assembly. The test included variables such as 
the type of the gypsum boards used, the thickness of the gypsum boards, and the influence of cross bracing on the 
wall assembly. Mahendran, et al. [13, 14, 15] also conducted several studies on the fire resistance of gypsum board 
wall assemblies.
Other researchers have done numerical simulation in addition to their physical experiments in order to 
compare the results. Wang and Rahmanian [16] did a numerical simulation of a single gypsum board fire test with 
varying thicknesses. Nassif, et al., [17] conducted a fire test on a single gypsum board wall assembly with insulation 
material (rockwool) between the gypsum boards, and subsequently they did a numerical simulation of the test to 
verify their modeling methodology by comparing the experimental results with the numerical results. Liu, et al. [18] 
conducted a series of fire tests on gypsum board wall assemblies with different factors, such as the type of the 
gypsum board, the thickness and the number of layers in the assembly. Subsequently, a series of numerical 
simulations were conducted in order to verify the numerical results with the experiment results.
The study presented here involves a numerical simulation procedure done with ABAQUS and gives a 
detailed description of the procedure along with the numerical results. The numerical simulation modeled a series of 
fire tests on a non-load-bearing wall assembly presented by Manzello, et al [9]. In this study, the experimental 
results of Manzello, et al. [9] are compared to the numerically simulated results.
One thing that is worth mentioning is Manzello, et al. [9] only provided thermal experimental results 
(temperature) for the unexposed side of the wall assemblies. The temperature results at other locations such as the 
cavities of the wall, the middle section of the steel studs and the exposed side of the wall assembly were not 
included in their study. Furthermore, the deflection of the wall assemblies was never recorded.
The objective of this study is to verify the numerical modeling methodology. The main reason behind this 
objective is the amount of time and cost associated with these standard furnace fire tests. If the numerical results and 
the experimental results are comparable with a high degree of accuracy, then it is plausible to use the same 
modelling technique on other non-load-bearing walls that need to be tested. Of course, numerical results should be 
studied with exhaustive parametric analysis.
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2.3 Experimental Description
2.3.1 Wall Assembly
The non-load-bearing wall used in tests by Manzello, et al [9] consisted of two layers of gypsum boards on 
both sides of the wall. The wall was framed using steel studs, which were attached to the gypsum boards as shown 
in Figure 2.1.
Figure 2.1: Wall assembly used in fire tests by Manzello, et al. [9]
The wall tested with a dimension of 3050 mm by 3050 mm had steel studs (width: 92mm, thickness: 25 
gauge) spaced at 406 mm and type X gypsum boards with a thickness of 15.9 mm. The studs were spaced at 406mm 
on center except the two studs on the outside which were 305mm apart from the ones next to them.
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2.3.2 Properties of Material
2.3.2.1 Type X gypsum board
Thermal properties of the gypsum boards provided for this series of fire tests were measured and compared 
to those of off-the-shelf Type X gypsum boards [5]. Thermal conductivity, specific heat, contraction and mass loss 
were all measured and recorded as functions of temperature. Figure 2.2 gives the thermal conductivity as a function 
of temperature for both the Type X gypsum boards used in the tests and off-the-shelf Type X gypsum boards. In 
Figure 2.2, NAFTL-Type X (North American Fire Testing Laboratories Consortium) is the type of gypsum boards 
used in the tests and Type X is the off-the-shelf gypsum boards. The specific heat of the gypsum boards was also 
measured as a function of temperature, as shown in Figure 2.3. Mass loss and volume contraction will take place 
when Type X gypsum boards burn. Therefore, those two properties were measured against temperature, as shown in 
Figure 2.4 and Figure 2.5.
Figure 2.2: Thermal conductivity of gypsum boards vs temperature [9]
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Figure 2.3: Specific heat of gypsum boards vs temperature [9]
Figure 2.4: Mass loss vs temperature [9]
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Figure 2.5: Contraction percentage vs temperature [9]
The thermal conductivity of the gypsum boards was only measured after the gypsum boards were 
dehydrated and cooled back down. Moreover, the thermal conductivity of the gypsum boards was only measured at 
fixed temperatures; see Figure 2.2 [9]. Gypsum boards used in the tests were not pre-dehydrated and the 
temperatures of the gypsum boards were constantly changing. Therefore, using the thermal conductivity given by 
Manzello, et al. [9] in numerical modeling could lead to inaccurate results.
2.3.2.2 Steel Studs
The type of steel for the studs was not given explicitly in the study done by Manzello, et al [9]. However, 
general properties of steel are given in the section of Numerical Modeling.
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2.3.3 Fire Test Procedure
The wall assembly was used as a lid for a box-shaped furnace. Figure 2.6 shows technicians mounting a 
wall assembly on the furnace. The temperature inside of the furnace was following the standard temperature -time 
curve in ASTM E119. Manzello, et al. [9] reported the temperature of the wall assembly as a function of time at 
various locations during the test.
Figure 2.6: Wall assembly being mounted on the test furnace [7]
Temperature to be 
measured on the unexposed 
surface of the wall assembly
2.4 Experimental Results
2.4.1 Failure Description
According to Manzello, et al. [7], the failure of the wall assembly was defined as when any of the three 
failure criteria was met: a) when average temperature recorded on the unexposed side of the wall reached 139 C 
above its initial average temperature; b) when the maximum temperature recorded on the unexposed side of the wall 
reached 181 C above its initial average temperature; c) a crack opened up in the wall large enough to allow hot air to 
ignite cotton waste.
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2.4.2 Temperature Results of the Furnace Tests
The temperature results of the furnace tests conducted in North America are plotted in Figure 2.7 and 
designated as NA-1 to NA-10. The temperature results of the furnace tests conducted in Japan are plotted in Figure 
2.8 and designated as J-1 to J-6. In both Figures, the dashed line represents the standard temperature curve from the 
ASTM E119 specification. The temperature results given by Manzello, et al. [9] were all measured on the 
unexposed surface of the gypsum board wall assemblies, as shown in Figure 2.6. The average temperature increases 
on the surface of the unexposed gypsum board for the North American and the Japanese furnace tests are displayed 
in Figure 2.9 and Figure 2.10, respectively.
Figure 2.7: Temperature results from North American furnace tests [9]
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Figure 2.8: Temperature results from Japanese Furnace tests [9]
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Figure 2.9: North American furnace tests temperature results on the unexposed surface [8]
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Figure 2.10: Japanese furnace tests temperature results on the unexposed surface [9]
2.4.3 Discussion of the Experimental Results
Figure 2.7 and Figure 2.8 show how close the furnace temperature was to the standard temperature curve, 
given in ASTM E119. In Figure 2.8, the temperature recorded by J-1 had a sharp decline around 25 minutes into the 
test, and this was due to a temporary failure of the furnace. It was corrected around 30 minutes into the test, at which 
point the temperature started following more closely the standard temperature curve once again.
Figure 2.9 and Figure 2.10 show the increase on the unexposed side of the assembly wall for both the North 
American and Japanese laboratories. As mentioned earlier, one of the failure criteria for the wall assembly in a 
furnace test was when the average temperature increase on the unexposed side of the wall assembly reached 139 C 
above its initial average temperature. The failure at 139 C is marked with a dashed line for both the North American 
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and Japanese tests. The temperature increases in the North American furnace tests were not as clustered as the 
Japanese furnace tests, but the overall pattern between temperature and time was consistent across all tests. As seen 
in the two figures, all the average temperature increases exceeded 139 C between 60 and 70 minutes into the test. 
Therefore, all the gypsum boards passed the 1 hour fire test. It can also be observed that after about 60 minutes there 
was a sharp increase in the temperature. It can be assumed that around that time the gypsum board on the furnace 
side essentially fell off, or big fissures appeared on that board.
2.5 Numerical Modeling
ABAQUS [19] is a finite element analysis software that can simulate different physical or engineering 
problems such as structural analysis, heat transfer simulation, and fluid dynamics. Moreover, it also has the feature 
to do coupled analysis which can combine different forms of analysis together. The experimental fire tests reported 
by Manzello, et al. [9] were numerically simulated using ABAQUS V6.14.
2.5.1 Material Properties
The type of steel for the steel studs in the wall assembly was not given explicitly in the study published by 
Manzello, et al. [9]. However, general thermal properties of carbon steel are well known and given in Table 2.1 [16]. 
The thermal properties of air are given in Table 2.2.
The thermal properties of the Type X gypsum board measured by Manzello, et al. [9] were plotted in
Figures 2.2, 2.3, 2.4 and 2.5. However, the specific heat of the Type X gypsum boards used in the model was 
modified from the original specific heat of the gypsum board wall assemblies measured by Manzello, et al. [9], in 
order to accurately simulate the temperature results. The modified thermal properties of the Type X gypsum boards 
were calculated based on conservation of energy, existing theories regarding the thermal behavior of Type X 
gypsum boards, and the experimental temperature results. The thermal conductivity of the gypsum boards originally 
reported by Manzello, et al. [9] was used in the model, however, in combination with the modified specific heat. 
Table 2.3 gives the modified specific heat of the Type X gypsum boards. A detailed discussion on the necessity of 
using the modified specific heat of the Type X gypsum boards is given below.
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Table 2.1: Properties of steel [20]
Thermal Conductivity 45 W∕m*C
Specific Heat 600 J∕kg*C
Density 7850 kg∕m3
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Table 2.2: Properties of air vs temperature [21]
Temperature
(K)
Specific
Heat 
Cp 
(kJ∕kg*K)
Thermal
Conductivity 
(10-5 kW/m*K)
Prandtl 
Number
Kinematic 
Viscosity 
(10-5 m2/s)
Density
(kg/m3)
225 1.0027 2.02 0.728 0.935 1.569
250 1.0031 2.227 0.72 1.132 1.412
275 1.0038 2.428 0.713 1.343 1.284
300 1.0049 2.624 0.707 1.568 1.177
325 1.0063 2.816 0.701 1.807 1.086
350 1.0082 3.003 0.697 2.056 1.009
375 1.0106 3.186 0.692 2.317 0.9413
400 1.0135 3.365 0.688 2.591 0.8824
450 1.0206 3.71 0.684 3.168 0.7844
500 1.0295 4.041 0.68 3.782 0.706
550 1.0398 4.357 0.68 4.439 0.6418
600 1.0511 4.661 0.68 5.128 0.5883
650 1.0629 4.954 0.682 5.853 0.543
700 1.075 5.236 0.684 6.607 0.5043
750 1.087 5.509 0.687 7.399 0.4706
800 1.0987 5.774 0.69 8.214 0.4412
850 1.1101 6.03 0.693 9.061 0.4153
900 1.1209 3.897 6.276 0.696 9.936
950 1.1313 6.52 0.699 10.83
1000 1.1411 6.754 0.702 11.76 0.3922
1050 1.1502 6.985 0.704 12.72 0.3716
1100 1.1589 7.209 0.707 13.7 0.353
1150 1.167 7.427 0.709 14.7 0.3362
1200 1.1746 7.64 0.711 15.73 0.3209
1250 1.1817 7.849 0.713 16.77 0.3069
1300 1.1884 8.054 0.715 17.85 0.2941
1350 1.1946 8.253 0.717 18.94 0.2824
1400 1.2005 8.45 0.719 20.06 0.2715
1500 1.2112 8.831 0.722 22.36 0.2615
1600 1.2207 9.199 0.724 24.74 0.2521
1700 1.2293 9.554 0.726 27.2 0.2353
1800 1.237 9.899 0.728 29.72 0.2206
1900 1.244 10.233 0.73 32.34 0.2076
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Table 2.3: Modified thermal properties of Type X gypsum board
Temperature
(C)
Specific Heat
(J∕kg*C)
60 1000
70 10000
140 10000
150 1000
2.5.2 Wall Assembly
The model of the wall assembly built in ABAQUS is given in Figure 2.11. Detailed dimensions of the wall 
assembly are given in Figure 2.12 with the temperatures at Locations 1, 2, 3 and 4 to be recorded in the analysis. 
Note that Location 4 is the unexposed surface of the gypsum board and is also where Manzello et al. [9] recorded 
the experimental temperature results. Each gypsum board had the dimension of 3000mm X 3000mm X 15.9mm, and 
each steel stud had the dimension of 92mm X 41mm X 12.7mm X 0.48mm (3.625 in X 1.625 in X 0.5 in X 0.0188 
in).
2.5.3 Boundary Conditions
The fire side of the type X Gypsum board was subjected to heat transfer from the oven, which takes place 
in three forms: thermal conduction, thermal convection and thermal radiation. The temperature of the furnace 
followed the ASTM E119 temperature curve, which is given in Figure 2.13. The convective heat transfer coefficient 
used was 25 W/m2*K for the furnace side of the Type X Gypsum board [21]. The emissivity of the Type X Gypsum 
boards used was 0.9 under all conditions [21]. The convective heat transfer coefficient used was 10 W/m2*K for the 
unexposed side of the Type X Gypsum board [21]. The ambient temperature chosen was 20 C. The demonstration of 
the boundary conditions is given in Figure 2.12.
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Figure 2.12: Detailed dimension of the wall assembly model and temperatures to be recorded at Locations 1, 2, 3 
and 4
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Figure 2.13: ASTM E119 temperature curve
In the experiment, the wall assembly was heavily insulated on all sides. After about 60 minutes into each 
test, there was an apparent breach was on the fire side of the wall assembly, at which point the flames and hot steam 
would touch the ambient gypsum board directly [9]. In the model, it was assumed that after 60 minutes into the 
analysis a breach would appear on the furnace side of the gypsum board, at which point 1/10 of the heat flux from 
the furnace fire would go directly into the interior surface of the ambient gypsum board. It was assumed that after 65 
minutes into the analysis the entire gypsum board on the furnace side would fall off, and the entire furnace heat flux 
would go directly into the interior surface of the gypsum board on the ambient side.
2.5.4 Heat Transfer in Cavity
The heat transfer in the cavity of the wall assembly takes places in two forms: thermal convection and 
thermal radiation. The total heat transfer is given in Equation 2.1, and convective heat transfer and radiative heat 
transfer are given in Equations 2.2 and 2.3 [22].
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Where:
Qtotal is the total heat transfer in the cavity of the gypsum board wall assembly;
Qconv is the convective heat transfer in the cavity of the gypsum board wall assembly;
Qrad is the radiative heat transfer in the cavity of the gypsum board wall assembly.
The following symbols were used in modeling:
T1 is the temperature of the surface of cavity on the fire side;
T2 is the temperature of the surface of cavity on the ambient side;
L is the distance of the cavity in the gypsum board wall assembly, 92 mm in this case; 
Keff is the effective thermal conductivity of air in the cavity of the wall assembly;
ε is the thermal emissivity of gypsum board, 0.9; and
σ is the Stefan Boltzmann constant, 5.67*10-8 W/m2*K4 or 1.714×10-9 BTU∕hr*ft2*R4.
Although the radiative heat transfer can be analyzed handily, the convective heat transfer cannot be 
analyzed directly. Instead, the convective heat transfer in the cavity of the wall assembly was analyzed by 
introducing the concept of the Nusselt number, Nu. which greatly simplifies the convective heat transfer analysis by 
equating convective heat transfer to a modified conductive heat transfer. The modified conductive heat transfer is 
assumed to take place in the cavity of the wall assembly with an effective thermal conductivity Keff and is given in 
Equation 2.4.
Equation 2.4 gives the effective thermal conductivity. Kair is the thermal conductivity of air and Nu is the
Nusselt number in the cavity of the wall assembly. The Nusselt number in the cavity of two rectangular plates can be 
calculated with Equations 2.5 and 2.6.
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Where:
RaL is the Rayleigh number;
g is the gravitational acceleration, m/s2 or ft/s2;
β is the coefficient of volume expansion, 1/K (β = 1/T for ideal gas); 
Lc is the characteristic length, m or ft (Lc = 92 mm in this case);
υ is the kinematic viscosity of the fluid, m2/s or ft2/s; and
Pr is the Prandtl number.
The view factor between any two parallel plates is calculated according to Equation 2.7.
The above equations were implemented in ABAQUS in a recursive manner. As can be seen in Equation
2.4, the effective thermal conductivity is the product of the air thermal conductivity and the Nusselt number. If the 
Nusselt number were to be equal to 1, that would mean that there would be no convection in the cavity of the wall 
assembly and the air would be acting like a solid medium. On the other hand, if the Nusselt number were to be 
infinity, the cavity in the wall assembly would have no thermal insulation effect, and the temperature at Location 2 
and Location 3 would become the same. The author first assumed the Nusselt number to be equal to 1 at all times 
and then ran the analysis. Next, the author calculated the new Nusselt number based on the temperature result from 
the previous run and then repeated the iteration. The iteration ended when the difference between the new Nusselt 
number and the previous Nusselt number became negligent. Figure 2.14 shows the effective thermal conductivity of 
the air in the cavity as a function of temperature for 3 iterations. The effective thermal conductivity of the air in the 
cavity in the first iteration (K_eff_I1) was obtained from the temperature results from the model, in which the 
Nusselt number was 1 (K_eff = K_air). The effective thermal conductivity of the air in the second iteration 
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(K_eff_I2) was obtained from the temperature results from the model with K_eff_I1. It can be seen in Figure 2.13 
that the effective thermal conductivity converged after only 3 iterations of analysis.
Figure 2.14: Convergence of effective thermal conductivity, K_eff
2.5.5 Meshing of the Model
The meshing of a single steel stud (left) and the meshing of the wall assembly (right) are given in Figure 
2.15. The entire model was made of DC3D8 elements with 24,366 nodes and 12,120 elements. All the simulations 
were conducted on Windows 10 installed on a Dell, Optiplex 9010, with an Intel ® Core ™ i&-3770, 
CPU@3.40GHz processor and 32GB RAM.
The verification of the heat transfer analysis in ABAQUS against theoretical analysis is given in Appendix 
A, which only gives the heat transfer analysis in a single direction because it was assumed in this study heat only 
transferred across in the direction of the thickness of the gypsum board wall assembly. Therefore, the temperature 
along the height of the wall assembly was constant at every cross section.
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Figure 2.15: Meshing of a single stud (left) and meshing of the entire wall assembly (right)
2.6 Discussion of the Numerical Results
As stated in the section on numerical modeling, the specific heat of the gypsum boards in the model was 
modified to obtain the desired numerical temperature results. The explanation of this modification is given in the 
content below.
In the measurement given by Manzello, et al. [9], the thermal conductivity of the gypsum board was tested 
after the gypsum board was dehydrated [7, 9]. The dehydration of the gypsum board was achieved by heating up the 
gypsum board until all the chemically bound water was released and vaporized. The chemically bound water starts 
releasing from the gypsum board when the temperature reaches about 100 C and the dehydration stops at about 200 
C [7, 9]. The thermal conductivity of the dehydrated gypsum board was measured at different temperatures, which 
were held constant throughout each test. On the other hand, the gypsum boards in the wall assembly fire tests were 
not dehydrated prior to the test because the chemically bound water in the gypsum boards was the primary element 
contributing to the fire resistance of the wall assembly. The thermal conductivity of a dehydrated gypsum board can 
be very different from that of a gypsum board prior to dehydration. In addition, in the tests of undehydrated gypsum 
boards, unlike in the tests of dehydrated gypsum boards, water vapor migration due to water vapor being released 
when heated can change the thermal conductivity during the tests. Besides the difference in thermal conductivity 
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between the measured values by Manzello and the in-situ values, a change can also occur in the specific heat for the 
gypsum boards. The specific heat of the gypsum boards was measured by Manzello and given in Figure 2.3. The 
measurement was taken by using a calorimeter at a temperature rise rate of 20 C∕min [9]. The measurement was 
again taken in a different way than how the wall assembly fire tests were conducted. The temperature curve of the 
fire tests is given in Figure 2.13. It can be observed in Figure 2.13 that the temperature rise rate, especially in the 
first 10 minutes of the fire tests, was significantly faster than 20 C∕min. Therefore, the specific heat as a function of 
temperature for the gypsum boards in the fire tests might not follow the one given by Manzello in Figure 2.3. 
However, the total enthalpy of a gypsum board, which equals the integrated area of the specific heat vs temperature, 
as seen in Figure 2.3, should always remain about the same due to the principle of conservation of energy.
Gypsum boards are also known to get damaged after a prolonged period of burning during fire tests [2]. In 
the tests by Manzello, failure was observed when a crack opened up on the gypsum board exposed to the fire and the 
temperature was high enough to ignite cotton waste [7, 9]. The cracking and damaging of the burning gypsum board 
over time can influence the thermal conductivity of the material, but it was assumed in this study that the specific 
heat of gypsum boards would not be affected by the cracking and damaging.
The thermal conductivity can also be affected by the temperature variation on the exposed side and the 
unexposed side of the gypsum boards. For example, the overall average temperature on the unexposed side of the 
gypsum board could be at only 70 C, but some local temperatures could be well over 100 C and the dehydration 
process could have already started.
Therefore, the modified specific heat was devised to fit the numerical temperature results with the 
experimental temperature results on the unexposed side of the gypsum board in ABAQUS modeling. The modified 
specific heat was based on the geometric configuration of the wall assembly, the principle of conservation of energy 
and the characteristics of the experimental results. As detailed in the section on numerical modeling, the modified 
specific heat was necessary for the simulation, especially because a dramatic increase in the measured specific heat, 
as shown in Figure 2.3, could cause ABAQUS to abort its numerical process due to numerical instability.
Figure 2.16 gives the modified specific heat in comparison with the reported values, and Figure 2.17 gives 
the numerically simulated results in comparison with the North American (NA) results and Japanese (J) results. It is 
worth noting that only the upper bound and lower bound temperature values of the experimental results are given, as 
shown in Figure 2.17 and the upper and lower bound temperature values were chosen from Figure 2.9 and Figure 
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2.10. In addition, the numerically simulated temperature results, both with steel studs and without steel studs in 
place, are given in Figure 2.17. It can be seen that the steel studs have very little impact on the overall simulated 
temperature results. It is believed that the thinness of the steel studs (25 gauge) and the high thermal conductivity of 
steel contributed to such behavior.
Figure 2.16: Modified specific heat of the gypsum board used in the model
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Figure 2.17: Temperature on the unexposed side (numerical results vs experimental results at Location 4)
Figure 2.18 gives the parametric analysis of the gypsum board wall assembly in furnace tests with different 
effective thermal conductivities, K_eff. Figure 2.18 gives the temperature results at Locations 1, 2, 3 and 4 with the 
Nusselt number equal to zero (Nu_0), one (Nu_1), infinity (Nu_Inf), the calculated Nusselt number given in Figure 
2.14 (Nu_Cal) and the Nusselt number equal to zero but with double the radiation heat transfer (Nu_0 with double 
radiation). All the simulations were done without steel studs in the wall assembly. In the parametric analysis, it was 
assumed that the gypsum boards did not break so the heat transfer was allowed to continue for up to 180 minutes. It 
can be seen that the heat transfer in the cavity of the wall assembly had very little effect on the temperatures of the 
furnace side, Location 1, and the unexposed side, Location 4, of the gypsum boards. The heat transfer Q in the 
cavity relates as follows:
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It can be seen that the higher the heat transfer Q in the cavity, the closer the temperature results at Location 2 and 3 
are. Table 2.4 gives the elapsed time of each simulation.
Figure 2.18: Temperature of the wall assembly with different effective thermal conductivity K_eff
Table 2.4: Elapsed time of each simulation
Steel studs Nusselt Number Elapsed time (s)
Yes Nu Cal 758.2
No Nu 0 124.5
No Nu 1 207
No Nu Cal 190.1
No Nu 0 with double radiation 156.7
No Nu_Inf 154.6
2.7 Conclusions
It was the purpose of the study to show that numerical modeling using ABAQUS can be an effective 
methodology to simulate furnace fire tests of non-load-bearing gypsum board wall assemblies. An ABAQUS 
numerical model was created to simulate the thermal response of the non-load-bearing gypsum board wall assembly 
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fire tests by Manzello, et al. [9]. Modified thermal properties were designed to fit the numerical results with the 
experimental results and were created based on two assumptions:
1. The thermal conductivity was assumed to be unchanged but the specific heat was modified to achieve the 
desired results.
2. The integrated area across the temperature range in the specific heat diagram was the same for both the 
reported specific heat and the modified specific heat. The integrated area across the temperature range equals the 
enthalpy of the gypsum boards, and the enthalpy should always be the same because of the principle of conservation 
of energy.
It was found that the heat transfer rate in the cavity of the gypsum board wall assembly had very little effect 
on the overall temperature results on the furnace side, Location 1, and unexposed side, Location 4, of the gypsum 
boards.
The simulated temperature results with the modified thermal properties fit right within the upper bound and 
low bound temperature values of the North American (NJ) and Japanese (J) tests.
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Chapter 3 Numerical Evaluation of Fire Ratings: Load-bearing Wall2
2 This chapter will be submitted for publication as Quan, Zhili, Hulsey, Leroy, Journal of Structural Fire 
Engineering.
3.1 Abstract
Gypsum board wall assemblies are used in modern structures as non-load-bearing and load-bearing walls. 
Due to potential fire hazards existing in commercial or residential buildings nowadays, the loading capacity of the 
studded gypsum board wall assemblies under fire has become an important subject. Traditionally, the loading 
capacity of gypsum board wall assemblies under fire has been determined by standard fire tests. However, due to the 
high expense and lengthy time period associated with the fire tests, people have been trying to use other means to 
analyze the loading capacity of studded gypsum board wall assemblies when exposed to fire.
In this study, the experimental result of a studded gypsum board wall assembly subjected to a standard fire 
test was studied and a Finite Element Model (FEM) analysis was done to simulate the experiment. The numerical 
results obtained from the FEM simulation compared closely to the experimental results. The FEM analysis can 
potentially be used to simulate and predict the thermal and structural behavior of the gypsum wall assemblies 
without the need for future fire tests.
3.2 Introduction
Non-load-bearing and load-bearing gypsum wall assemblies have become increasingly popular in modern 
day construction due to their characteristically high ratio of loading capacity to weight [1]. In modern day 
construction, as skyscrapers become more and more common, fire safety is also becoming a significant issue, 
especially in the aftermath of 9/11 attack where multiple high-rise, steel-framed buildings caught fire and eventually 
collapsed [2]. Therefore, the inherent fire-resistant nature of wall assemblies composed of gypsum boards framed by 
steel studs makes them some of the best choices available for modern structural compartmentation purposes [3]. The 
Fire Resistance Rating (FRR) of a gypsum board wall assembly can be determined by subjecting the wall assembly 
to standard fire tests. Fire tests usually consist of a furnace burning while a gypsum board wall assembly is used as 
the lid of the furnace. The furnace must be well insulated. The temperature of the inside of the furnace has to be 
controlled to follow a standard temperature vs time curve, such as the one given by the document ASTM E119 [4] in 
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the US. According to E119, the failure criteria to test the FRR of a specific structural member can be categorized as 
such:
a) If the average temperature rise or the maximum temperature rise of the ambient side gypsum board exceeds 
certain values (thermal insulation);
b) If a breach occurs on the tested structural member so that flames can escape and spread (thermal integrity);
c) If the structural member experiences any structural failure under the specified loading condition in the fire
test due to the degradation of the mechanical properties of the structural member (structural integrity).
There has been research done on the thermal and structural behaviors of gypsum board wall assemblies 
when exposed to fire. Manzello, et al. [5] did a series of tests in North America to study the effects on the thermal 
behavior of several gypsum board wall assemblies. The wall assemblies consisted of 10 samples of the same 
configuration: 10 ft (3.05 m) X 10 ft (3.05 m) wall assembly covered by single layer of gypsum boards on both sides 
with 9 20 gauge steel studs inside; the gypsum boards were 5/8 in (16 mm) thick; the studs were 16 in (40.64 cm) 
O.C., except for the two studs on the outside which were 12 in (30.5 cm) from the ones next to them. They recorded 
the temperatures on unexposed side of the gypsum boards of the wall assemblies from the beginning of the tests 
until the wall assemblies failed according to the failure criteria given in ASTM E119 [4]. In 2007, they did another 
set of tests in Japan [6] with the exact same configuration for the wall assemblies so they could compare the results 
from the North American Laboratory with the ones obtained from the Japanese Laboratory. Their research captured 
the thermal behavior of the gypsum board wall assemblies by recording the temperature rise on the gypsum boards 
but not the structural behavior of the wall assemblies, such as the vertical and lateral deflections of the wall 
assemblies.
On the other hand, some researchers did experiments to study both the thermal behavior and the structural 
behavior of gypsum board wall assemblies. Nassif, et al. [7] did a fire test on a 3 m X 3 m gypsum board wall 
assembly. The wall assembly was stuffed with rockwool as insulation material and there were two layers of 12.5 
mm gypsum boards on both sides. The gypsum board wall assembly had 6 studs inside which were held together by 
two tracks, one on the top and one on the bottom of the wall assembly. Kolarkar [1] did a series of tests covering a 
variety of gypsum board wall assemblies of different configurations according to the Australian Standard [8]. 
Kolarkar gave very detailed descriptions of his tests and recorded both the temperatures and the deflections of the 
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gypsum board wall assemblies at various locations. The tests shed light on how gypsum board wall assemblies 
would behave at ambient temperatures and in fire tests both structurally and thermally. Kesawan and Mahendran [9] 
also did a series of fire tests on different types of gypsum board wall assemblies with different configurations. 
However, they also varied the types of studs in the wall assemblies for different tests and compared the results of 
these tests, something most researchers did not consider. They concluded that different types of studs can influence 
the thermal and structural behavior of the wall assemblies quite significantly. Chen, et al. [10, 11] did a series of 
wall assemblies' fire tests. They kept the studs the same for all the tests. However, they varied the boards in different 
fire tests in order to observe and study the difference different boards would make. The types of boards used 
included gypsum boards, Bolivian magnesium board and oriented standard boards. They also varied the insulation 
materials stuffed in the wall assemblies. Their results gave insightful information on the insulating capability of 
different types of boards and insulation materials. Some researchers such as Vieira Jr. [12] only did thorough and 
detailed experiments on gypsum board wall assemblies at ambient temperature. In the tests done at ambient 
temperature, only structural behaviors, such as loading capacity and deflection, were recorded. However, regardless 
of the fact that only the structural behaviors were studied at ambient temperature in these tests, the results of these 
tests can still serve as a great resource for the study of gypsum board wall assemblies under fire.
Besides experiments done on actual gypsum board wall assemblies, numerical simulation studies have also 
been done. Some researchers only did numerical simulation on the loading of gypsum board wall assemblies at 
ambient temperature. Abedi [13] used ABAQUS to simulate a stud-framed shear wall sheathed with a layer of steel 
sheet. Lateral deflection of the shear wall under lateral load was simulated and the buckling behavior or the shear 
wall was modeled. Vieira Jr. [12] simulated numerous experiments done on a variety of gypsum board wall 
assemblies at ambient temperature with ABAQUS and he was able to obtain very similar numerical results 
compared with the experimental results. Moreover, Nassif, et al., [7] conducted a fire test on a gypsum board wall 
assembly and a numerical simulation for the very same test and were able to achieve similar results.
Experimental data is also available for the thermal and mechanical properties of gypsum boards and steel at 
elevated temperatures. Kolarkar [1] conducted a series of experiments on the thermal and structural behavior of the 
studded gypsum board wall assemblies under fire. The steel studs were all made of G500 steel. Therefore, Kolarkar 
conducted tests on G500 steel's mechanical properties at ambient to elevated temperatures (from 27 C to 800 C). 
The experiments were done according to Australian Standard AS 2291 [8]. The stress levels at 0.2%, 0.5%, 1.5% 
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and 2% strain and ultimate strength were recorded. The Young's modulus was determined as the linear 
proportionality of the stress and strain curve up until the yield point. The recorded stress and strain levels and 
Young's modulus values at different temperatures from 27 C to 800 C were all tabulated in Kolarkar's publication. 
It is common practice to assume 200 GPa as the Young's modulus value for all steel grades and 500 MPa as the 
minimum design yield stress for G500 steel at ambient temperature. However, the recorded yield stress was 569 
MPa and the Young's modulus was 214 GPa in the in-situ tests by Kolarkar [1]. Vieira Jr. [12] did a series of in-situ 
coupon tests in North America according to ASTM standards [14] at ambient temperature. The tests were done on 
steel samples with a design yield stress of 50 ksi (345 MPa) and Young's modulus of 29,000 ksi (200 GPa). The 
coupon test results were again higher than the design values. Other researchers also did tensile tests on steel samples 
in various regions according to different standards and they all obtained higher values for yield stress and Young's 
modulus for the sampled steel [15, 16, 17, 18] than their design values. The coefficient of thermal expansion for 
cold-formed steel is conventionally chosen as 1.17 E-5/K.
The mechanical properties for gypsum boards have been studied by different researchers. Ima [3] 
conducted detailed tests to study the thermal and mechanical properties of gypsum boards at different temperatures. 
In Ima's study, the gypsum boards tested were British products. Some researchers such as Vieira Jr. [10] and Nassif, 
et al. [7] conducted an extensive literature review on the mechanical properties of gypsum boards so that they could 
use the existing values in their numerical simulations. Both Ima and Nassif concluded in their research that gypsum 
boards have very little strength at high temperatures. Unlike most materials, gypsum boards actually shrink during 
their dehydration process and no thermal expansion occurs after the dehydration process despite the increase of 
temperature [4, 17]. The dehydration process occurs when the temperature of gypsum boards reaches 100 C, the 
temperature where chemically bound water starts being released and vaporizing. Both the volume and mass of 
gypsum boards become smaller after dehydration. Nassif, et al. [7] neglected gypsum boards' stiffness in his 
numerical simulation. They argued that gypsum boards are only 0.2% (480 MPa) as strong as steel (200 GPa) at 
ambient temperature and the material loses its strength at above 150 C. However, Nassif, et al. [7] only did the 
simulation at high temperature so it was reasonable for them to neglect the strength of the gypsum boards. Vieira Jr. 
[10] used 993 MPa as the Young's modulus for the gypsum boards in his numerical simulation and he only did 
simulations at ambient temperature. Ima [3] did tests to find out the mechanical properties of British gypsum boards 
and he concluded that the Young's modulus of the gypsum boards tested at ambient temperature was 1573 MPa and 
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only 518 MPa at 180C. The tested gypsum boards' yield stress was 1.6 MPa at ambient temperature and 0.643 MPa 
at 180 C.
The objective of this dissertation is to provide the industry an inexpensive alternative to evaluate the FRR 
for wall assemblies. A lot of fire tests for a single set of gypsum board wall assembly are usually conducted to 
account for potential discrepancy and the mean values of these repetitive tests are to be used as reference values. 
Many tests are also usually conducted by varying different parameters, such as the thickness or the types of the 
gypsum boards in the wall assembly, for the same set of gypsum wall assembly so the results of these tests with 
varying parameters can be compared, in order to study the significance of these parameters. With a credible 
numerical modeling methodology to simulate these tests, lots of resources and energy can be saved due to the costly 
and time consuming nature of those fire tests.
In this study, one of the fire tests of a gypsum board wall assembly was chosen and then studied. 
Subsequently, an FEM analysis in ABAQUS V6.14 was conducted to simulate the test. The FEM analysis was done 
by varying parameters that can affect the gypsum board wall assembly's performance, such as the mechanical 
properties of the steel or the magnitude of the imperfection of the steel studs. The numerical results from the 
simulation were compared to the experimental results. With certain parameters, the numerical results obtained were 
closest to the experimental results. Those parameters could potentially be used for the modeling of gypsum board 
wall assemblies to be tested in the future.
3.3 Experimental Description
3.3.1 Gypsum Wall Assembly
As mentioned in the Introduction section, a series of gypsum board wall assembly tests were presented by 
Kolarkar [1] and one of the tests was chosen in this study for numerical simulation. The wall assembly is given in 
Figure 3.1 (left), and the framing inside the wall assembly is given in Figure 3.1 (right) with vertical studs in 
numerical sequence 1 to 4. It can be seen in Figure 3.1 (right) that stud 2 and stud 4 both had two pieces of gypsum 
board fastened together to form a joint. Two tracks were installed on both the top and bottom of the 4 studs to secure 
their positions. Each stud was a 90 mm X 40 mm X 14 mm X 1.15 mm lipped channel and was made of G500 grade 
steel.
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Figure 3.1: Gypsum board wall assembly (left) and steel studs (right) [1]
3.3.2 Properties of Materials
Kolarkar [1] did not give any information on the thermal properties of the materials (gypsum board and 
steel) used in the tests. The thermal properties include thermal conductivity and specific heat. The temperature of the 
steel studs in the gypsum board wall assembly was recorded as a function of time in the experiment via thermal 
gauges. The recorded temperatures were used for the modeled steel studs in the FEM analysis so the heat transfer 
analysis part of the wall assembly test was skipped in this study. However, the phenomenon of the thermal 
expansion of steel is one of the key features in this study because the uneven thermal expansion of the steel studs in 
the test caused thermal bowing and the fire side of the gypsum board was deforming towards the furnace.
3.3.2.1 Gypsum Board
The mechanical properties of gypsum boards include Young's modulus and yield strength. Kolarkar [1] did 
not give any information on the mechanical properties of the gypsum boards used in the tests. Studies by other 
researchers show that there is little variation in the mechanical properties of gypsum boards [3, 7, 12]. The 
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mechanical properties of the gypsum boards for the numerical simulation in this study were chosen from the 
literature studied.
3.3.2.2 Steel
Mechanical properties of steel include the Young's modulus, the yield strength and the coefficient of 
thermal expansion. The Young's modulus and yield strength of steel decrease as temperature increases. In fire tests 
done by Kolarkar [1], the steel studs were made of G500 steel and the mechanical properties of the steel were tested. 
The coefficient of thermal expansion plays a significant role in the structural behavior of the gypsum board wall 
assemblies because of the uneven thermal expansion of the steel studs between the fire and ambient sides of the wall 
assemblies.
3.3.3 Description of the Ambient Loading and Fire Loading Tests
The gypsum board wall assembly was mounted in a loading frame for both the ambient and fire loadings 
tests. The wall assembly together with the loading frame was mounted on the furnace to function as the lid for the 
furnace. Figure 3.2 shows the schematic diagram of the furnace-wall, assembly-loading frame setup. It can be seen 
that two universal beams are supporting the wall assembly, and four hydraulic jacks can load the wall assembly until 
it fails. Kolarkar tested the loading capacity of the wall assemblies at both ambient and elevated temperatures and 
the results of the tests were recorded [1].
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Figure 3.2: Schematic diagram of furnace-wall assembly-loading frame [1]
3.3.4 Experimental Results
In the ambient loading test, the wall assembly was loaded by the hydraulic jacks and the responses, 
including vertical load (kN) and vertical deflection (mm), were recorded. Buckling waves can be seen visibly when 
the load exceeded 52 kN/stud. The wall assembly failed to support the hydraulic jacks at 79 kN/stud and the test 
stopped. Figure 3.3 (a) shows the buckling shapes of stud 1 and stud 4. It can be observed that stud 1 and stud 4 both 
buckled at locations close to the end where the hydraulic jacks were loading the wall assembly.
The fire loading test was carried out once each hydraulic jack was loading each stud at a constant 15 kN at 
ambient temperature. The temperature, vertical deflection and lateral deflection at different locations were recorded 
as functions of time during the fire test. The recording went on until the wall assembly failed under loading. After 
the fire loading test, the wall assembly was unmounted from the loading frame and the deformed studs are shown in 
Figure 3.3 (b). Due to equipment malfunction from minute 8 to minute 17, the temperature and deflection during 
42
that period were not recorded. However, it is reasonable to assume the responses during that time period were 
continuous with the responses before and after.
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(a)
(b)
Figure 3.3: (a) Buckled shapes of stud 1 (left) and stud 4 (right); (b) Deformed studs after fire test
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3.4 Numerical Modeling
In this section, a series of numerical modeling done with ABAQUS to simulate the tests by Kolarkar [1] is 
presented. The models were able to simulate the structural behavior of the gypsum board wall assembly in both the 
ambient and fire tests. In the modeling of the fire test, the stud temperature distribution was assigned on the stud 
model based on the temperature recorded during the fire test. In the model, only one stud was simulated where the 
recorded temperature was the highest. Since only one stud was modeled, only part of each gypsum board was 
modeled as well, and each chosen part of the gypsum boards was the tributary area to the steel stud. Figure 3.4 gives 
the schematic illustration of the stud with the tributary gypsum boards that was modeled in ABAQUS. Moreover, for 
simplicity, the tributary gypsum boards were modeled by linear springs to represent the stiffness provided by the 
gypsum boards.
Figure 3.4: Schematic illustration of the stud fastened to the tributary gypsum boards
3.4.1 Properties of Materials
The mechanical properties of the steel and gypsum boards used in the test were introduced in the
Experimental Description section above. In the model, two sets of mechanical properties of steel and one set of 
mechanical properties of gypsum boards were used. Kolarkar [1] did a series of in-situ tests to study the mechanical 
properties of G500 grade steel at different temperatures. As expected, the in-situ mechanical properties (Young's 
modulus and yield strength) of G500 grade steel were higher than the design values. The design value of Young's 
modulus of G500 steel is 200 GPa (29,000 ksi) and the design yield strength of G500 steel is 500 MPa (72.5 ksi) at 
ambient temperature (20 C/68 F). The in-situ mechanical properties of G500 at different temperatures were given in 
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Table 3.1. In the numerical modeling analysis, the in-situ mechanical properties of steel were designated as “Strong” 
and the design mechanical properties of the steel were designated as “Weak”.
Table 3.1: In-situ mechanical properties of G500
Temperature
(C)
Young's Modulus (GPa) Yield Stress (MPa) Poisson's ratio
In-situ Values Design Values In-situ Values Design Values
27 214 200 569 500 0.3
100 210 196 565 497 0.3
200 194 181 560 492 0.3
300 167 156 539 474 0.3
400 154 144 400 352 0.3
500 85.3 80 219 192 0.3
600 63.2 59.1 69 60.6 0.3
700 43.2 40.4 39.5 34.7 0.3
800 11.9 11.2 23 20.2 0.3
The mechanical properties of the gypsum boards used were not tested in Kolarkar's [1] study. However, 
there is data available for the mechanical properties of different types of gypsum boards in different regions of the 
world and the mechanical properties in the existing literature vary in a relatively narrow range [3, 7, 12]. Also, it is 
almost a consensus among different researchers that gypsum boards lose most of their strength when the temperature 
exceeds 200 C [4, 17]. Moreover, the gypsum boards were not explicitly modeled in this study but modeled as linear 
spring elements installed on the stud instead. Therefore, at ambient temperature the Young's modulus of the gypsum 
boards was chosen to be 480 MPa for the simulation of the spring elements.
3.4.2 Wall Assembly
A model of the stud was built in ABAQUS and is given in Figure 3.5 (a). As stated before, the gypsum 
boards were not explicitly modeled in the analysis but modeled as springs instead. Springs were located at the 
locations of the fasteners (nails) along stud 2, as shown in Figure 3.1 (left). However, each spring was evenly 
distributed over 9 locations on the stud to avoid numerical instability, as demonstrated in Figure 3.5 (a) and Figure
3.5 (b). It is noted in Figure 3.5 (b) that spring elements only provide stiffness in the y and z directions and it was 
assumed that the gypsum boards provided enough lateral restraint to prevent studs from buckling in the x direction 
[1]. The springs represented the stiffness provided by the gypsum board. The calculation of spring stiffness is given 
in Appendix B.
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(a)
(b)
Figure 3.5: (a) Modeled steel stud in ABAQUS; (b) gypsum boards modeled as springs in ABAQUS
3.4.3 Loading and Boundary Conditions
Since the gypsum boards were modeled as linear spring elements installed on the stud, it is imperative to
know the spring stiffness in order to accurately represent the gypsum boards. Spring elements can be installed on a
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beam element as shown in Figure 3.5 (b) where the stud is strengthened by translational springs in the y and z 
directions at each location of the fastener. The stiffness can be calculated based on the material properties of the 
gypsum boards and the geometric configuration of the gypsum board wall assembly in the fire test. Figure 3.1 (left) 
shows the locations of the screws. Studs 2 and 4 had two pieces of gypsum board fastened together by staggered 
nails (see Figure 3.1). The gypsum boards' joints were protected with 50 mm wide water paper and covered with 
two coats of joint compound [1].
The stiffness of the spring elements representing the gypsum boards in ABAQUS were calculated only in 
the y and z directions and it was assumed that the connection between the gypsum boards and the steel stud in the x 
direction was rigid. The stiffness in the y and z directions represented the flexural resistance and compressive 
resistance of the gypsum boards. Each line of spring elements is connected to the ground and is 100 mm O.C. as 
shown in Figure 3.5 (a). Each line of spring elements consisted of 9 sub-springs to avoid numerical instability. The 
stiffness of the spring elements in the y and z directions is given in the content below.
3.4.3.1 Stiffness of the Spring Elements in the y Direction:
The stiffness of the gypsum boards provides addition flexural strength to the studs in the y direction. 
Therefore, a beam model with a cross sectional area according to Figure 3.4 was designed. The beam model 
represented a stud being strengthened by part of the gypsum boards attributed to it. The beam model will deform 
under uniform loading in the y direction. The maximum beam model deflection (deflection at mid-point) should be 
the same as the maximum deflection of the stud model strengthened by spring elements as shown in Figure 3.5 (a). 
It was discovered that the stiffness of each sub-spring in the y direction was 350 N/m/spring. The derivation of the 
spring stiffness is given in Appendix B.
3.4.3.2 Stiffness of the Spring Elements in the z Direction:
The stiffness of the gypsum boards also provides additional strength in the z direction when the wall is 
compressed. The stiffness of each sub-spring was calculated to be 9000 N/m as demonstrated in Appendix B. It is 
assumed that the gypsum boards act like a column under compressive load.
The boundary condition can be seen in Figure 3.6. The two ends of the stud were pin-connected to the 
centroids of rigidity of both ends as given in Figure 3.6 (a) and Figure 3.6 (b). The centroid on one end was 
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restrained in the x, y and θZ directions, as given in Figure 3.6 (a), and the centroid on the other end was restrained in 
the x, y, z and θZ directions, as given in Figure 3.6 (b). A concentrated compressive load was imposed on the top 
centroid of the stud to simulate the loading in both the ambient and the fire tests. Two sets of boundary conditions 
were used to simulate the connection between the gypsum boards and the stud in the models. The “Partial” boundary 
condition signifies when only the nodes representing nails were restrained in the x direction, and the “All” boundary 
condition signifies when all the nodes along the middle line of the stud's web were restrained in the x direction.
Among the steel studs tested, stud 2 had the highest temperature. The average temperature across stud 2 
along its height is given in Figure 3.7. The dashed vertical line signifies the time when the wall assembly failed in 
the fire test. It can be seen that there is a discontinuity in the recording of the stud's temperature due to the faulty 
equipment in the fire test. However, it can be safely assumed that the temperature before and after the discontinuity 
can be smoothly connected, due to the continuous nature of the temperature [1]. In the model, the recorded 
temperature of stud 2 was used to simulate the fire test and the temperature distribution of stud 2 was assumed to be 
linear. The temperature distribution is given in Figure 3.8 and the temperature is assumed to be constant across the 
thickness of the stud given the negligible thickness of the stud (1.15 mm/0.045 inch). To simulate the ambient test, 
the model was compressively loaded at the centroids of the ends and the load would increase until the numerical 
simulation failed to continue. For the fire test, the model was loaded at the same locations up to 15 kN, and then the 
fire simulation would start by assigning the recorded temperature on the stud as a function of time. The compressive 
load would stay at 15 kN and the simulation stopped when the numerical simulation failed to continue.
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Figure 3.6: Boundary conditions of the steel stud in ABAQUS
Figure 3.7: Average temperature across stud 2 [1]
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Figure 3.8: Temperature distribution across stud
3.4.4 Meshing of the Stud in ABAQUS
The meshing of the stud model is given in Figure 3.9. The model is made of C3D20R elements with
150,463 nodes and 21,120 elements. All the simulations were conducted in Windows 10 installed on a Dell,
Optiplex 9010, with an Intel ® Core ™ i&-3770, CPU@3.40GHz processor and 32GB RAM.
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Figure 3.9: Meshing of the stud in ABAQUS
3.4.5 Numerical Results
The final meshing of the model was chosen based on a convergence test. The objective of the convergence 
test was to make sure that the numerical results would always converge regardless if the meshing was made any 
finer. The detailed convergence test analysis is given in Appendix C.
After the appropriate mesh size was chosen (5.625 mm X 5 mm X 1.15 mm), a series of simulations was 
conducted. Figure 3.10 (a) gives a typical first buckling mode of the stud model, Figure 3.10 (b) gives a typical 
structural failure of the steel stud model under compressive load in the ambient test and Figure 3.10 (c) gives a 
typical final deformation of the stud model in the fire test according to the temperature input recorded by Kolarkar 
[1]. The vertical load was imposed and the vertical deflection was measured at the location given in Figure 3.10 (b) 
in the ambient loading test simulation and the vertical and lateral deflections were measured at the locations given in 
Figure 3.10 (c). The numerically simulated buckling shape, given in Figure 3.10 (a), was verified by the numerical 
studies done by other researchers [19, 20] as they obtained very similar buckling shapes.
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(a)
(b)
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(c)
Figure 3.10: (a) First buckling mode of the stud model; (b) structural failure of the stud model in the ambient test;
(c) final deformation of the stud model in the fire test
Each simulation was done on the stud model with a specific set of parameters such as the mechanical 
properties of the steel stud or the magnitude of imperfection of the stud. The numerical result of each simulation was 
calculated by ABAQUS and the result was given in this section. The parameters considered in this study included: 
the effect of the stiffness provided by the gypsum boards at ambient temperature (gypsum board loses almost all its 
strength at temperatures exceeding 200 C); the different magnitudes of imperfection of the steel stud; the connection 
pattern between the stud and the gypsum boards (“All” or “Partial”); the difference between in-situ mechanical 
properties of steel (“Strong” steel); and recommended design mechanical properties of steel (“Weak” steel) [5]. The 
numerical results obtained from each stud model were compared against each other and with the experimental 
results.
The magnitude of imperfection of the stud can potentially make a sizeable difference to the response of the 
stud in both ambient and fire tests. The magnitudes of imperfection in this study were chosen as “0/1000” (no 
imperfection), “1/1000” (L/1000 imperfection) and “2/1000” (L/500 imperfection). Magnitude of imperfection was 
defined as the ratio of the largest lateral initial deflection to the height of the stud (2.4 m). The shape of the 
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imperfection was imported from the first buckling shape of the stud model and the largest lateral deflection to be the 
product of the height of the stud (2.4 m) and the magnitude of imperfection (0/1000, 1/1000 or 2/1000). The typical 
first buckling shape for the steel stud was given previously in Figure 3.10 (a), and the typical failure shapes of the 
stud in the ambient and fire tests were given in Figure 3.10 (b) and Figure 3.10 (c), respectively.
Figure 3.11 (a), (b) and (c) show the simulated results of the stud model assigned with both in-situ 
(“Strong”) and design (“Weak”) mechanical properties of steel and three different magnitudes of imperfection in 
both the ambient and fire tests. The failure load (kips) of the stud in each simulation of the ambient test is defined as 
the largest compressive load of the model before the compressive load bifurcated and started decreasing and is 
circled in Figure 3.11 (a). The failure time of the stud in each simulation of the fire test is defined as the time (min) 
when the simulation stopped converging and led ABAQUS to abort the job due to large, nonlinear deflections, as 
shown in Figure 3.11 (b) and (c). All the studs failed in the simulation of fire tests except the one assigned with 
“Strong” steel and “0/1000” magnitude of imperfection where the responses stayed constant until the end of the 
simulation, as shown in Figure 3.11 (b) and (c). The failure times were circled in the figure. All the results were 
obtained with the stud assigned with the “All” boundary condition, as given in Figure 3.6 (d).
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(a)
(b)
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(c)
Figure 3.11: (a) Simulated compressive load vs vertical deflection of the stud in the ambient test; (b) simulated 
vertical deflection of the stud in the fire test; (c) simulated lateral deflection of the stud in the fire test
Figure 3.12 (a) and (b) give the simulated results of the stud with both “All” and “Partial” boundary 
conditions in the ambient test and the failure loads were again circled in the figure. Figure 3.13 (a) and (b) give the 
simulated results of the stud with both “All” and “Partial” boundary conditions in the fire test with the failure times 
circled. It can be seen that the stud assigned with “Strong” steel did not fail with either “All” or “Partial” boundary 
condition.
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(b)
Figure 3.12: (a) Simulated results of the “Strong” stud with both boundary conditions in the ambient test; (b) 
simulated results of the “Weak” stud with both boundary conditions in the ambient test
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(a)
(b)
Figure 3.13: (a) Simulated vertical deflection of the stud with both boundary conditions in the fire test; (b) simulated 
lateral deflection of the stud with both boundary conditions in the fire test
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Gypsum boards provide additional stiffness to the studs in both the y and z directions. However, gypsum 
boards are considered a weak material compared to steel (only 0.2% as strong) [4]. It can be very beneficial to study 
the significance of additional stiffness from the gypsum boards to the stud, and see how much difference the 
additional stiffness from the gypsum boards can make. The gypsum boards were modeled as spring elements in the 
analysis, as given in Figure 3.5. The stud models assigned with spring elements were designated as “Spring”. Figure 
3.14 shows the comparison between responses of the studs with and without the support of the gypsum boards. The 
stud was assigned with in-situ (“Strong”) steel mechanical properties. Gypsum boards lose almost all their strength 
at elevated temperatures [3], so the studs assigned with spring elements were not simulated in the fire test.
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Figure 3.14: Comparison of the numerical results for studs at ambient temperature with and without spring elements 
representing gypsum boards
Finally, the experimental results were plotted against the closest numerical results, as seen for the ambient 
test in Figure 3.15 and the fire test in Figure 3.16. The corrected experimental vertical deflection in the ambient test 
accounts for the “slack” at the beginning of the loading process where the deflection increased much faster than the 
rest of the test and the discrepancy is marked on the graph, as shown in Figure 3.15. Figure 3.16 gives the
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comparison between the experimental results and the selected numerical results of the stud that are the closest to the
experimental results in the fire test.
Figure 3.15: Comparison between the experimental results and selected numerical results for the ambient test
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(b)
Figure 3.16: (a) Comparison of vertical deflection between the experimental results and selected numerical results 
for the fire test; (b) comparison of lateral deflection between the experimental results and selected numerical results 
for the fire test
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3.4.6 Elapsed Time for Each Simulation
The elapsed time for each simulation is given in the following table.
Table 3.2: Elapsed time for each simulation
Elapsed Time (s) B. C. Steel Spring Imperfection Test
5370.2 All Strong NA 0/1000 Ambient
4059.7 All Strong NA 1/1000 Ambient
3741.9 All Strong NA 2/1000 Ambient
6149.1 All Weak NA 0/1000 Ambient
3421.1 All Weak NA 1/1000 Ambient
1949.2 All Weak NA 2/1000 Ambient
3010.8 Partial Strong NA 0/1000 Ambient
1660.3 Partial Strong NA 1/1000 Ambient
1841.2 Partial Strong NA 2/1000 Ambient
4984.8 Partial Weak NA 0/1000 Ambient
4020 Partial Weak NA 1/1000 Ambient
2727.2 Partial Weak NA 2/1000 Ambient
7411.6 Partial Strong Y 0/1000 Ambient
7447.2 Partial Strong Y 1/1000 Ambient
5250 Partial Strong Y 2/1000 Ambient
5654.5 All Strong NA 0/1000 Fire
9953 All Strong NA 1/1000 Fire
6265 All Strong NA 2/1000 Fire
5310 Partial Strong NA 0/1000 Fire
6438 Partial Strong NA 1/1000 Fire
6275 Partial Strong NA 2/1000 Fire
5816.5 All Weak NA 0/1000 Fire
6133.8 All Weak NA 1/1000 Fire
6359.7 All Weak NA 2/1000 Fire
6217.5 Partial Weak NA 0/1000 Fire
6070.7 Partial Weak NA 1/1000 Fire
6380.8 Partial Weak NA 2/1000 Fire
65
3.5 Discussion of the Numerical Results
Figure 3.11 (a) shows how different magnitudes of imperfection and different mechanical properties of 
steel can change the response of the stud rather significantly in the ambient test. The response follows the presumed 
pattern that the greater the degree of imperfection and the weaker the steel is, the lower the failure load will be. 
Figure 3.11 (b) and (c) show that a stud with zero imperfection and with in-situ mechanical properties of steel 
(“Strong”) can potentially lengthen the failure time in a fire test as the stud in the model did not fail at the 
experimental failure time. The response plateaued after reaching the experimental failure temperature. The stud 
failed at almost the same time for the rest of the simulations. Overall, Figure 3.11 (b) and (c) show that the 
imperfection value and the mechanical properties of steel do not contribute significantly to the response of the stud 
in the fire test, except when it was zero imperfection and in-situ (“Strong”) steel mechanical properties where the 
stud did not fail.
Figure 3.12 (a) and (b) demonstrate that “All” or “Partial” boundary conditions result in negligible 
differences in the response of the steel studs in the ambient test, especially if non-zero imperfection was assigned to 
the stud. Therefore, it can be postulated that the nail spacing makes very little difference if the spacing is 100 mm or 
lower, as shown in Figure 3.6.
The gypsum boards can add additional stiffness to the stud and Figure 3.14 gives the response of the stud 
with extra stiffness provided by the gypsum boards. The gypsum boards' stiffness was modeled by spring elements 
installed at the locations of the stud as shown in Figure 3.5. It can be observed that for the stud with zero 
imperfection, the stud with spring elements representing the gypsum boards was slightly stiffer than the one without 
spring elements. For the studs with magnitudes of imperfection being either “1/1000” or “2/1000”, spring elements 
barely made any difference, as the responses for both studs with or without spring elements were almost identical. It 
can be concluded that the stiffness of the gypsum boards contributes little additional resistance to the stud overall 
other than acting as a bracing devise, especially if non-zero imperfection values are assigned to the stud.
Finally, some selected responses of stud models listed above were compared with the experimental 
response, and the comparison is given in Figure 3.15 and Figure 3.16. Figure 3.15 shows that the numerical model is 
slightly stiffer than the wall assembly stud and with very close failure loads in the ambient test. However, Figure 
3.16 (a) shows that the stiffness of the numerical model was less than the wall assembly stud for the vertical 
deflection in the fire test. A potential explanation could be that the difference is due to the uneven temperature 
66
distribution of the stud in the fire test. Figure 3.16 shows that the numerical model has a very similar response to the 
experimental wall assembly stud. However, the numerical response did not capture the exact behavior of the 
dehydration process, where the temperature and the deflections remained almost constant. During the dehydration 
process, the gypsum board releases chemically bound water and then the water evaporates in heat and the 
temperature remains relatively constant for a meaningful period of time during the fire test. Thus the dehydration 
process functions as a fire-proofing mechanism. Also, the numerical responses of the stud peaked at around 38 min 
into the fire test and reversed afterwards until the stud failed. The experimental response of stud 2 did not have the 
reverse effect. In the study done by Kolarkar [1], a series of tests with different gypsum board wall assemblies was 
done and the reverse effect of the stud in the fire tests was observed during most of the tests.
Overall, the responses of the numerical model are reasonably close to the experimental responses, 
regardless it was found that there were some differences between the numerical responses and the experimental 
responses. In addition, the numerical model only modeled one stud of the entire gypsum board wall assembly that 
consisted of 4 studs in the tests. The nonlinear interaction among the studs in the experimental tests can further 
complicate the response of the gypsum board wall assembly. Table 3.3 gives a summary of the numerical results of 
different models with varying parameters for comparison.
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Table 3.3: Compiled responses of numerical models with different parameters
Failure Load (kips) BC Steel Spring Imperfection Test
96.88 All Strong NA 0/1000 Ambient
86.5323 All Strong NA 1/1000 Ambient
78.61 All Strong NA 2/1000 Ambient
86.55 All Weak NA 0/1000 Ambient
77.2 All Weak NA 1/1000 Ambient
70.3 All Weak NA 2/1000 Ambient
93.3 Partial Strong NA 0/1000 Ambient
86 Partial Strong NA 1/1000 Ambient
78.23 Partial Strong NA 2/1000 Ambient
83.1 Partial Weak NA 0/1000 Ambient
76.52 Partial Weak NA 1/1000 Ambient
70 Partial Weak NA 2/1000 Ambient
95.7 Partial Strong Y 0/1000 Ambient
86 Partial Strong Y 1/1000 Ambient
78.3 Partial Strong Y 2/1000 Ambient
Failure Time (min) BC Steel Spring Imperfection Test
NA All Strong NA 0/1000 Fire
53.6 All Strong NA 1/1000 Fire
53.1 All Strong NA 2/1000 Fire
NA Partial Strong NA 0/1000 Fire
53.5 Partial Strong NA 1/1000 Fire
53.06 Partial Strong NA 2/1000 Fire
53.3 All Weak NA 0/1000 Fire
53 All Weak NA 1/1000 Fire
52.4 All Weak NA 2/1000 Fire
53.3 Partial Weak NA 0/1000 Fire
52.82 Partial Weak NA 1/1000 Fire
52.31 Partial Weak NA 2/1000 Fire
3.6 Conclusions
This study reviewed one of the wall assembly tests done by Kolarkar [1]. A numerical model was built in 
ABAQUS to simulate the experiment. The numerical model implemented parametric analysis with several varying 
parameters including: the effect of the stiffness provided by the gypsum boards at ambient temperature; different 
magnitudes of imperfection of the steel stud (“0/1000”, “1/1000” and “2/1000”); the difference between in-situ 
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mechanical properties of steel and the design mechanical properties of steel (“Strong” and “Weak” steel); and 
different boundary conditions (“All” and “Partial”). The numerical results obtained from each stud model with its set 
of parameters are compared with each other and with the experimental results. The results are plotted and tabulated 
in this study. From the comparison, several conclusions can be drawn:
1. The gypsum boards themselves provided little to no effect in the response of the gypsum board wall 
assembly in both the ambient and fire tests. In the fire test, the temperature increase of the wall assembly severely 
decreases the stiffness of the gypsum boards and therefore the resistance of the gypsum boards can be rightfully 
neglected. In the ambient test, the responses of the stud with or without the spring elements, representing the 
stiffness of the gypsum boards, were virtually identical and are given in Figure 3.14.
2. The magnitudes of imperfection of the stud can contribute significantly to the response of the gypsum 
board wall assemblies. For example, as shown in the Numerical Modeling section, zero imperfection, coupled with 
in-situ mechanical properties of the G500 grade steel, had a much higher failure load (93.3 kN with “Partial” 
boundary condition) than the experimental failure load (79 kN). The model did not fail at the temperature at the time 
of failure, as shown in Figure 3.7.
3. The boundary condition representing the nail spacing condition between the gypsum boards and the stud 
had a negligent effect on the response of the wall assembly, as long as the spacing was 100 mm or smaller. The stud 
with the “All” boundary condition generated a slightly higher failure load than the stud with the “Partial” boundary 
condition. Both boundary conditions were demonstrated in Figure 3.6. Therefore, the use of the “All” boundary 
condition can provide quick insight into how the wall assembly will respond to both the ambient and fire tests.
4. A properly chosen combination of the mechanical properties of steel (in-situ values or design values) 
with the corresponding imperfection values can generate numerical results similar to the experimental results of the 
gypsum board wall assembly in the fire test. In the study, two combinations of the aforementioned properties were 
selected and the results of the stud model with the combination of these parameters were plotted against 
experimental results as shown in Figure 3.15 and Figure 3.16 (a) and (b). It was found that the in-situ mechanical 
properties (“Strong”) coupled with “2/1000” as the magnitude of imperfection, or the design mechanical properties 
(“Weak”) coupled with either “1/1000” as the magnitude of imperfection can generate the closest results to the 
experimental results among all the models simulated. The “All” boundary condition can be handily chosen due to its 
convenience.
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5. Overall, this study demonstrated that using numerical simulation, with the correct combination of 
parameters, it is possible to predict the structural behavior of a gypsum board wall assembly in both ambient and fire 
tests.
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Chapter 4 Numerical Evaluation of Fire Ratings: Composite Steel-EPS Wall Assemblies3
3 This chapter will be submitted for publication as Quan, Zhili, Hulsey, Leroy, Journal of Structural Fire 
Engineering.
4.1 Abstract
Wall assemblies constructed with gypsum boards are widely used as load-bearing and non-load­
bearing walls for structures in modern construction, particularly for mid-rise, commercial, industrial and residential 
building construction. Gypsum board wall assemblies are known for their relatively high strength-to-weight ratio, 
ease of prefabrication, quick erection and good insulation. In the past, the Fire Resistance Rating (FRR) for specific 
gypsum board assemblies could only be determined by subjecting wall assemblies to furnace fire testing according 
to standards set forth in documents such as E119. However, conducting such tests is both expensive and time 
consuming. Therefore, it is shown in this study that numerical methods are a reliable way to assess FRR for 
composite, structurally insulated wall assemblies. The insulation in this study had a density of 1.5 pcf. This 
alternative approach to experimental fire testing can be very promising because it could potentially save the high 
level of expense and time associated with conducting traditional fire tests.
4.2 Introduction
Modern buildings require construction materials to possess certain positive traits, such as a high strength- 
to-weight ratio, ease of prefabrication, fast erection and good insulation, especially in the age of high rise buildings 
[1]. Since the attack on the World Trade Center in 2001, the fire resistance of construction members has become an 
increasingly important trait and gypsum boards have been found to be a very good thermal insulation material [2]. 
Before any construction material or structural element can be used in construction, its Fire Resistance Rating (FRR) 
has to be evaluated [3]. Traditional, the FRR of a gypsum board assembly, or any other construction material or 
structural element, is determined via a standard furnace fire test performed in accordance with standardized 
documents, such as E119 in the US. Conducting such tests can be very difficult due to the high level of cost and the 
large amount of time needed. In order to get a general idea of how well the material or the structure will behave 
under the standard furnace fire test, researchers have been investigating other means to accurately estimate the FRR 
before conducting such tests. Among these means, numerical analysis is one of the most promising [4].
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This study was developed for the specific purpose of giving architects, engineers, code writers, and 
contractors an alternative to conducting expensive fire tests. An ASTM E119 fire test was numerically simulated on 
a new composite, load-bearing gypsum board wall assembly and the results of this new wall assembly are presented 
in this study.
In this study, a 12 ft X 12 ft X 7.5 in panel of the new wall assembly was numerically evaluated for its 
thermal behavior (temperature variation within the panel) and mechanical behavior (failure load and deflection of 
the panel). The study was conducted with ABAQUS V6.14, a finite element program. A numerical model was built 
in ABAQUS to simulate the wall assembly being subjected to a standard furnace fire test according to E119, and the 
responses of the wall assembly were obtained through the modeling analysis. The responses were thoroughly studied 
and the FRR of the wall assembly was deduced.
As introduced before, the performance of construction materials and structural elements under fire must be 
tested via standard testing methodology before any practical implementation. ASTM E119 [3] serves as the standard 
for fire furnace testing methodology in the US. Gypsum board wall assemblies, like any other structural elements, 
require the E119 fire testing to determine their FRR and different researchers have carried out fire tests to deduce the 
FRR and study the thermal and structural behaviors of these wall assemblies under fire. Manzello, et al. [5] did a 
series of fire tests in the US to study the thermal behaviors of several gypsum board wall assemblies. The wall 
assemblies consisted of 10 samples of the same configuration: a 10 ft (3.05 m) X 10 ft (3.05 m) single layer gypsum 
board wall assembly with 9 20 gauge steel studs inside; the gypsum boards were 5/8 in (16 mm) thick; the studs 
were 16 in (40.64 cm) O.C. except the two studs on the far ends which were 12 in (30.5 cm) from the ones next to 
them. Manzello, et al. [5] recorded the temperatures of the unexposed side of the gypsum boards of the wall 
assemblies from the beginning of the tests until the wall assemblies failed according to the failure criteria given in 
ASTM E119 [3]. In 2007, Manzello, et al. [6] did another set of tests in Japan with the exact same configuration for 
the gypsum board wall assemblies in order to compare the North American Laboratory results with the Japanese 
Laboratory results. Their research captured the thermal behavior of the gypsum board wall assemblies by recording 
the rise in temperature of the unexposed side of the gypsum boards, but not the mechanical behavior of the wall 
assemblies, such as the vertical and lateral deflections.
Experimental test results from both the US and Japan demonstrated some of the key features of a wall 
assembly when gypsum boards were used to improve the FRR according to Manzello, et al. [5, 6]. It is worth noting 
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that only the thermal behavior of the wall assembly was recorded because the study featured only non-load-bearing 
gypsum board wall assemblies. Some researchers have conducted experiments to study both the thermal behavior 
and mechanical behavior of gypsum board wall assemblies. Allam [7] and Kolarkar [1] each did furnace fire tests to 
study the thermal and mechanical behaviors of their gypsum board wall assemblies. Kesawan and Mahendran [8] 
and Chen, et al. [9, 10] each did a series of furnace fire tests for gypsum board assemblies with varying factors such 
as the thickness of the gypsum boards and the types of the gypsum boards. Some researchers, such as Vieira Jr. [11], 
did thorough and detailed experiments on gypsum board wall assemblies at ambient temperature instead of in 
standard furnace fire tests. The experiments were meant to study the mechanical behavior of the gypsum boards at 
ambient temperature and can be used as a great resource for the mechanical behavior of gypsum boards under fire 
tests.
In addition to subjecting gypsum board wall assemblies to standard furnace fire tests, numerical simulation 
studies have also been done on some wall assemblies. Vieira Jr. [11] numerically simulated all of his experiments on 
gypsum board wall assemblies in order to verify his numerical methodology by comparing the numerical results 
with experimental results. Allam [7] conducted a fire test on a gypsum board assembly and consequently simulated 
the fire test in ABAQUS. The numerical results were compared to the experimental results with a high degree of 
accuracy.
Kolarkar [1] investigated the mechanical properties of the steel used in gypsum board wall assemblies at 
elevated temperatures. The tested steel was grade G500 with an assumed minimum design yield strength of 500 
MPa (72.5 ksi) and a Young's modulus of 200 GPa (29,000 ksi) at ambient temperature. Kolarkar was able to test 
the in-situ yield strength and Young's modulus of grade G500 steel, and found that the in-situ values were 5-15% 
greater than the design values at both the ambient and elevated temperatures. Vieira Jr. [11] also did a series of in­
situ coupon tests of Grade A50 steel in the US. Again, the in-situ test values were higher than the design values: 50 
ksi (345 MPa) for yield strength and 29,000 ksi (200 GPa) for Young's modulus. Other researchers [12, 13, 14, 15, 
16] were able to get similar results in their in-situ tests as well. The thermal properties of steel have also been 
studied [17].
Manzello, et al. [5, 6] did extensive experiments on the thermal properties of gypsum boards made in North 
America. Ima [4] conducted detailed tests to study the thermal and mechanical properties of gypsum boards at 
different temperatures. The tested gypsum boards were British products. Some researchers like Allam [7] and Vieira 
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Jr. [11] did thorough literature reviews on the mechanical properties of gypsum boards at ambient and elevated 
temperatures.
The new gypsum board wall assembly studied here contains steel studs framed with Expanded Polystyrene 
(EPS) in order to provide additional insulation. The steel studs are braced with phenolic resin. Therefore, the 
mechanical and thermal properties of EPS and phenolic resin need to be studied as well. Properties such as density, 
thermal conductivity, specific heat, latent heat of fusion and the melting point of EPS were studied extensively 
before any numerical analysis took place [18, 19, 20, 21, 22]. Phenolic resin is only designed to be used as a bracing 
device. However, it loses surface mass at elevated temperatures [23]. Phenolic resin is widely used as an ablative 
material which sacrifices some surface mass to protect internal components in a traditional thermal protection 
system. Phenolic resin has long been used in many fields due to many desirable traits it possesses, namely, lightness, 
low thermal conductivity, high allowable stress and thermal stability.
The objective of this study is to assess the FRR when 5/8 in Type X gypsum boards are installed on each 
face of the steel-stud-framed EPS in the new wall assembly design. The structural response of a simulated fire test 
for the new wall system was studied. The insulation in this wall assembly is made of EPS with a density of 1.5 pcf. 
A numerical model in ABAQUS was built to model the standard furnace fire test according to E119 on the wall 
assembly. Numerical responses of the wall assembly in the simulated furnace fire test were obtained and studied. 
The responses shed great light on the thermal and mechanical behavior of this new composite wall assembly under 
fire. In the future, it is proposed that the numerical load-bearing capabilities of this new wall assembly be compared 
to the experimental results of the wall assembly undergoing a standard fire test.
4.3 Structural Composite Insulated Wall Assembly
A single wall assembly unit consists of gypsum boards between top and bottom steel tracks, with composite 
steel-EPS insulation and phenolic resin bracing. The composite steel-EPS insulation consists of 4 pairs of steel studs 
facing each other and Expanded Polystyrene (EPS) framed by the steel studs. Each wall assembly unit has 
dimensions of 12 ft X 4 ft X 7.5 in and has a male and female connector to connect multiple composite steel-EPS 
insulation panels together. The front and back of the composite steel-EPS insulation are covered with single, double 
or triple layers of gypsum boards. Braces made of phenolic resin are installed on the steel studs to prevent global 
buckling. The two bracing conditions introduced in the study are unbraced lengths of 3 ft and 6 ft. The top and 
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bottom tracks are used to fix different components together and do not act as strength-supporting elements. The steel 
studs are CSJ channels and specified as 362S162-54 or 362S162-33. These studs are light gauge steel and they are 
consistent with the American Iron and Steel Institute (AISI) and the Steel Stud Manufactures Association (SSMA). 
362S162-54 is a 3.625 in X 1.625 in X 0.5 in, 16 gauge (0.0566 in thickness) steel stud and 362S162-33 is a 3.625 
in X 1.625 in X 0.5 in, 20 gauge (0.0346 in thickness) steel stud. Top and bottom tracks are 7.5 in X 1.25 in, 20 
gauge channels. All the steel components are made of Grade A33 steel. The whole assembly is fastened together 
with No.10 self-tapping screws. The plan view of a unit of wall assembly insulated with single layer of gypsum 
boards and with composite steel-EPS insulation is given in Figures 4.1 (a), along with a typical cross section of a 
CSJ stud in Figure 4.1 (b). Figure 4.2 and Figure 4.3 give the elevation view of a single layer of gypsum board wall 
assembly with 3 ft O.C. and 6 ft O.C. transverse bracing.
77
(b)
Figure 4.1: (a) Plan view of a single unit of wall assembly; (b) a typical cross-section for a CSJ stud
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Figure 4.2: Elevation view of a single layer of gypsum board wall assembly with 3 ft O.C. transverse bracing
Figure 4.3: Side view of a single layer of gypsum board wall assembly with 6 ft O.C. transverse bracing
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4.4 Standard Furnace Fire Test
It is important in the construction industry to understand how materials or wall assemblies will behavior 
under fire. Therefore, it is typical that the FRR for a given construction material or any structural element, such as 
walls, columns and floors, are tested using a standard furnace fire test [3]. In the US, the standard fire test 
methodology is coded in ASTM E119. ASTM E119 prescribes a standard for exposing construction materials and 
structural elements to a fire of controlled extent and severity. Performance is defined as the elapsed period of 
resistance for the material or elements exposed to the fire before any of the failure criteria is observed. The standard 
for exposing a wall assembly to a fire of controlled extent and severity is with a furnace specifically set up according 
to E119.
According to E119, the three failure criteria to test the FRR of a specific structural member can be 
categorized as such:
a) the average temperature rise or the maximum temperature rise of the ambient side gypsum board 
exceeds certain values (thermal insulation);
b) a breach occurs on the tested structural member so that flames can escape and spread (thermal 
integrity);
c) the structural member fails under the specified loading condition in the fire test due to the degradation 
of the mechanical properties of the structural member (structural integrity).
Therefore, by subjecting a construction material or structural element to the standard furnace fire test 
prescribed by E119, the FRR can be determined as the elapsed time when any of the above three failure criteria is 
met. In a typical standard furnace fire test, the gypsum board wall assembly to be tested is mounted on the furnace as 
given in Figure 4.4 [5]. The flame will initiate in the furnace and the temperature in the furnace will be controlled to 
match the temperature vs time function given in E119. The thermal and mechanical behavior of the construction 
material or structural element will be recorded through the test until any of three failure criteria takes place.
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Figure 4.4: Gypsum board wall assembly being mounted on the furnace [2]
4.5 Numerical Analysis Methodology
4.5.1 General Description
In this study, the numerical simulation of the furnace fire test of this new wall assembly was carried out in 
ABAQUS. The numerical simulation was carried out in two separate modeling procedures. It was assumed that the 
thermal analysis of the wall assembly and mechanical analysis of steel studs under elevated temperature are 
uncoupled. The temperature response obtained from the thermal analysis was inputted as the thermal condition for 
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the mechanical analysis of the steel studs. The thermal analysis was conducted in 2D modeling, and it was assumed 
the temperature only varied across the thickness of the wall assembly but not along the height or width. The 
mechanical analysis of the steel studs was conducted in 3D modeling and the response of the steel studs was 
obtained after the thermal response and loading condition were applied.
4.5.2 Properties of Steel
All the materials involved in the wall assembly, including: Grade A33 steel, Expanded Polystyrene (EPS), 
gypsum boards and phenolic resin, have been studied regarding their mechanical and thermal properties before any 
numerical modeling took place. The thermal and mechanical properties of the steel at different temperatures are 
given in Table 4.1.
Table 4.1: Mechanical properties of Grade A33 steel [24]
Temperature
T (F)
Young's Modulus
E (ksi)
Yield Stress
Fy (ksi)
Temperature
T (C)
Young's Modulus
E (GPa)
Yield Stress
Fy (MPa)
68 29,000 33 20 500 227.53
200 29,000 33 93 500 227.53
400 26,100 26.4 204 450 182.02
600 22,620 19.14 316 390 131.97
750 20,300 13.86 399 350 95.56
800 19,430 13.2 427 335 91.01
1,000 14,210 9.57 538 245 65.98
1,200 6,380 4.29 649 110 29.58
1,400 3,190 1.98 760 55 13.65
1,600 2,030 1.32 871 35 9.10
1,800 1,450 0.99 982 25 6.83
2,000 580 0.33 1093 10 2.28
2,200 0 0 1204 0 0.00
The chosen Poisson's ratio of steel was 0.3 [24], and the chosen coefficient of thermal expansion was 6.5
E-6/F or 11.7 E-6/C, independent of temperature. The average thermal properties of the steel are given in Table 4.2.
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Table 4.2: Thermal properties of steel [17]
Thermal conductivity 45 W∕m*C 26 Btu∕h*ft*F
Specific heat 600 J∕kg*C 0.143 Btu∕lb*f
4.5.3 Properties of EPS
The mechanical properties of EPS were introduced in the Literature Review section and were found to be 
negligible (730 psi Young's modulus) [22] compared to that of steel (29,000,000 psi Young's modulus). Therefore, 
EPS was ignored in the mechanical analysis as a strength supporting component. However, EPS plays an important 
role in the heat transfer part of the numerical modeling and its thermal properties are given in Table 4.3 and Table 
4.4. The density of the gypsum board is given as 1.5 pcf (24 kg/m3) by the manufacturer.
It is worth noting that EPS is not a crystalline material, and it doesn't undergo the same phase change as 
other crystalline materials, such as steel. It softens when heated to 100 C and becomes fully liquid at 240 C [19], 
unlike crystalline materials, such as ice or steel, which melt at a definitive temperature after latent heat of fusion is 
released. Different studies have different values for the latent heat of fusion [18, 19] for EPS. The melting 
temperature of EPS was chosen as 240 C [19]. Table 4.3 gives the thermal conductivity of EPS and Table 4.4 gives 
the specific heat.
Table 4.3: Thermal conductivity of EPS [18]
Temperature
(C)
Thermal Conductivity 
(W/m*k)
Temperature
(F)
Thermal Conductivity 
(Btu/h*ft*F)
20 0.038 68 0.022
85 0.048 185 0.028
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Table 4.4: Specific heat of EPS [21]
Temperature
(C)
Cp
(kJ∕kg*K)
Temperature
(F)
Cp 
(Btu∕lb*f)
16.85 1.18 62.33 0.34
26.85 1.22 80.33 0.36
36.85 1.27 98.33 0.37
46.85 1.31 116.33 0.38
56.85 1.36 134.33 0.40
66.85 1.40 152.33 0.41
76.85 1.45 170.33 0.43
86.85 1.50 188.33 0.44
96.85 1.54 206.33 0.45
106.85 1.85 224.33 0.54
116.85 1.87 242.33 0.55
126.85 1.91 260.33 0.56
136.85 1.93 278.33 0.56
146.85 1.97 296.33 0.58
156.85 1.99 314.33 0.58
166.85 2.03 332.33 0.59
176.85 2.05 350.33 0.60
186.85 2.09 368.33 0.61
196.85 2.11 386.33 0.62
4.5.4 Properties of Gypsum Boards
The mechanical properties of gypsum boards were also found to be negligible compared to that of steel.
The Young's modulus of gypsum boards is only 70 ksi/480 MPa, which is barely more than 0.2% of that of steel 
(29,000 ksi/200 GPa) [7]. Therefore, it is also not included in the mechanical analysis. Gypsum boards, like EPS, 
also plays an important role in the heat transfer part of the numerical modeling. The thermal properties are given 
below. Table 4.5 gives the thermal conductivity of gypsum boards [5] and Figure 4.5 gives the original and modified 
specific heat of gypsum boards [5]. It is worth noting that the specific heat of the gypsum boards has been modified 
such that the two spikes in the original specific heat of the gypsum boards are spread over a wider temperature range 
with a constant specific heat. The purpose of modifying the specific heat is to avoid numerical instability in the 
numerical analysis due to the sharp increase in the specific heat of gypsum boards after chemically bound water is 
released and then vaporized due to the rise in temperature. Additionally, a shift in the specific heat peak temperature 
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range was designed to deal with the “thermal delay” effect in the heat transfer analysis of the gypsum board wall
assembly in the fire test.
Table 4.5: Thermal conductivity of gypsum boards [5]
Temperature
(C)
Thermal Conductivity 
(W/m*K)
Temperature
(F)
Thermal Conductivity 
(Btu/h*ft*F)
29.70 0.17 85.46 0.10
49.62 0.15 121.32 0.09
75.13 0.15 167.24 0.09
100.02 0.16 212.04 0.09
150.43 0.17 302.77 0.10
200.21 0.17 392.37 0.10
249.98 0.18 481.97 0.11
299.76 0.19 571.58 0.11
350.17 0.20 662.30 0.11
399.95 0.20 751.91 0.12
450.35 0.21 842.63 0.12
500.13 0.22 932.23 0.13
549.91 0.23 1021.84 0.13
600.31 0.24 1112.55 0.14
649.46 0.26 1201.02 0.15
699.85 0.27 1291.74 0.16
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Figure 4.5: Specific heat of gypsum boards (only in SI unis)
4.5.5 Phenolic Resin
Phenolic resin braces are located throughout the thickness of the wall assembly. Phenolic resin is only used 
as a bracing device, so its thermal and mechanical behaviors are qualitatively studied but not quantitatively tabulated 
like other materials. As introduced here in the Literature Review section, phenolic resin is widely used as an ablative 
material to sacrifice some surface mass to protect internal components in a traditional thermal protection system. 
Phenolic resin is often used as a bracing device because it possesses many positive traits such as lightness, low 
thermal conductivity, high allowable stress and thermal stability. Phenolic resin loses 11.5% of its weight in the 
temperature range from 297 C (566.6 F) to 485 C (905 F), 29% of its weight from 485 C (905 F) to 622 C (1151.6 
F) and 54.5% of its weight from 622 C (1151.6 F) to 820 C (1508 F) [23]. After the analysis, it was found that the 
temperature across the gypsum boards is not high enough to burn off 29% of the phenolic resin bracing and the 
remaining phenolic resin will be strong enough to brace the steel studs from buckling globally.
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4.5.6 Thermal Analysis Model and Mechanical Analysis Model
The schematic demonstration of the new gypsum board wall assembly with composite steel-EPS insulation 
is given in Figures 4.1, 4.2 and 4.3. The wall assembly will be mounted on a furnace, and fire will start burning in 
the furnace to heat up the wall assembly, as shown in Figure 4.4. The temperature of the furnace has to be controlled 
according to E119. In the thermal analysis part of the modeling, the wall assembly was modeled in 2D and it was 
assumed that the temperature only varies throughout the thickness of the wall. The model is given in Figure 4.6. The 
7.5 in thick EPS insulation was divided into 20 pieces to simulate melting. It is noted that the steel studs were not 
included in the thermal analysis. The reason for that is steel studs have very little effect on the thermal behavior of 
the gypsum boards due to their thinness (0.0566 in or 0.0346 in) and steel's high thermal conductivity (45 W∕m*C 
or 26 Btu∕h*ft*F). The structural analysis was done in 3D with each pair of steel studs, against the front and back 
gypsum boards, connected together by phenolic resin braces. A single steel stud model is given in Figure 4.7 (left) 
and two steel studs acting together as a single unit to withstand the vertical load was modeled and given in Figure 
4.7 (right). Both models in Figure 4.7 have a 36 in unbraced length.
Figure 4.6: 2D model of gypsum board wall assembly for thermal analysis
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Figure 4.7: 3D model of single steel stud (left) and two facing studs braced together (right) with 36 in unbraced 
length
The furnace temperature table for a given fire test is presented in Table 4.6. That is, the temperature inside 
the furnace should be controlled such that it follows Table 4.6.
Table 4.6: E119 temperature vs time
t 
(min)
T
(F)
T
(C)
t 
(min)
T
(F)
T
(C)
0 68 20 95 1804 984
5 1000 538 100 1815 991
10 1300 704 105 1826 997
15 1399 759 110 1835 1002
20 1462 794 115 1843 1006
25 1510 821 120 1850 1010
30 1550 843 125 1856 1013
35 1584 862 130 1862 1017
40 1613 878 135 1869 1020
45 1638 892 140 1875 1024
50 1661 905 145 1882 1028
55 1681 916 150 1888 1031
60 1700 927 155 1894 1034
65 1718 937 160 1900 1038
70 1735 946 165 1906 1041
75 1750 954 170 1912 1044
80 1765 963 175 1919 1048
85 1779 971 180 1925 1052
90 1792 978 185 1932 1055
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4.5.7 Heat Transfer Modeling
The thermal analysis was done to calculate the temperature distribution of the wall assembly in the furnace 
fire test. Heat transfer takes place in three forms: thermal conduction, thermal convection and thermal radiation [25]. 
Thermal conduction takes place in the gypsum boards and EPS. Thermal convection and thermal radiation take 
place on the surfaces of the gypsum boards and the surface of the melting EPS. The convective heat transfer 
coefficient chosen was 25 W/m2*K [26] on the fire side of the gypsum board. The chosen emissivities of the 
gypsum boards and EPS were 0.9 under all conditions [26, 27]. The convective heat transfer coefficient chosen was 
10 W/m2*K [26] on the ambient side of the gypsum board. The ambient temperature chosen was 20 C/68 F and the 
furnace temperature is given in Table 4.6. The heat transfer across the wall assembly is completely in the form of 
thermal conduction before the EPS starts melting. After the EPS starts melting, thermal convection and thermal 
radiation begin to take place in the gap between the gypsum board on the furnace side and the melting EPS. 
Eventually, all the EPS melts away and thermal convection and thermal radiation take place on the interior surfaces 
of the gypsum boards on both the fire and ambient sides.
In the heat transfer modeling, the thermal radiation was magnified by a factor of 1 + C to account for the 
thermal convection, which occurs in the cavity when the EPS starts melting and was not explicitly modeled in the 
analysis. Therefore, the thermal magnifying factor C accounts for the thermal convection that was not explicitly 
modeled. C varies as the EPS melts away and was derived through principles of heat transfer. The mathematical 
expression of total heat transfer in the cavity of gypsum boards is given in Equation 3.1. The convective heat 
transfer and radiative heat transfer are given in Equations 3.2 and 3.3. The thermal magnifying factor accounting for 
convective heat transfer is given in Equation 4.4.
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Where:
Qtotal is the total heat transfer in the cavity of the gypsum board wall assembly;
Qconv is the convective heat transfer in the cavity of gypsum board wall assembly;
Qrad is the radiative heat transfer in the cavity of gypsum board wall assembly.
C is the thermal magnifying factor accounting for convective heat transfer;
T1 is the temperature of the surface of cavity on the fire side;
T2 is the temperature of the surface of cavity on the ambient side;
L is the distance of the cavity in the gypsum board wall assembly caused by melting EPS insulation;
Keff is the effective thermal conductivity of air in the cavity of melting EPS insulation;
ε is thermal emissivity of gypsum board, 0.9; and
σ is the Stefan Boltzmann constant, 5.67*10-8 W/m2*K4 or 1.714×10-9 BTU/hr*ft2*R4.
Figure 4.8 demonstrates the heat transfer mechanism as the EPS is melting away. It is worth noting that the
steel studs are neglected in the thermal analysis due to their thinness (0.0566 in or 0.346 in) and high thermal 
conductivity.
Figure 4.8: Schematic of heat transfer mechanism in the cavity of wall assembly with EPS insulation
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Keff is the effective thermal conductivity of the air between the gypsum board on the fire side and the 
melting EPS (or the gypsum board on the ambient side when the entire EPS melts away). The convective heat 
transfer in the cavity of the wall assembly after the EPS starts melting is treated as pure thermal conduction with an
effective thermal conductivity in the medium of length L. The effective thermal conductivity Keff is given in
Equation 3.5. Kair is the thermal conductivity of air and Nu is the Nusselt number in the cavity of the wall assembly 
where thermal convection takes place. Using the Nusselt number can greatly simplify the convective heat transfer 
analysis and the Nusselt number for the cavity between two rectangular plates can be calculated with Equations 3.6
and 3.7.
Where:
RaL is the Rayleigh number;
g is the gravitational acceleration, m/s2 or ft/s2;
β is the coefficient of volume expansion, 1/K (β = 1/T for ideal gas);
Lc is the characteristic length, m or ft (Lc = L in this case);
υ is the kinematic viscosity of the fluid, m2/s or ft2/s; and
Pr is the Prandtl number.
The view factor between any two parallel plates is calculated according to Equation 3.8.
Where:
H: height of the gypsum boards, 12 ft or 3.6576 m in this case
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y = x ∙ arctan(w/x) — arctan(w) (3.11)
The equations given above were implemented in ABAQUS recursively until the results converged with 
negligible difference. In the first simulation, the thermal convection was completely neglected, which means C was 
equal to be zero. In the second simulation, the thermal magnifying factor was calculated based on the thermal result 
from the first simulation and implemented into ABAQUS as a function of time. The process was repeated until the 
difference between the current results and the previous results was negligible.
4.5.8 Simulation of Melting of EPS
EPS starts softening at 100 C (212 F) and melts completely at 240 C (464 F) [19]. EPS is not a crystalline 
material so it does not have a definitive melting temperature like steel or ice. The specific heat of EPS is given in 
Table 4.4. In this study, it is assumed the EPS becomes a jelly-like material above 100 C until 240 C when it 
becomes fully liquefied. The softened, jelly-like material can still act as thermal insulation to absorb heat from the 
furnace until it becomes completely liquefied. In order to simulate the melting phenomenon, the 7.5 in thick EPS 
was divided into 20 equal pieces, as shown in Figure 4.6. Each piece was deleted from the analysis after the “cold” 
side (the side towards the ambient side of the gypsum board) reached 240 C. Moreover, the thermal properties of 
EPS were replaced by the thermal properties of air when the temperature of any EPS element exceeded 240 C.
4.5.9 Recursive Analysis of Thermal Magnifying Factor C
As introduced previously, the thermal magnifying factor C was calculated with recursive analysis. The first 
thermal magnifying factor as a function of time was calculated based on the thermal results obtained by assuming 
C = 0. The iteration was repeated until C converged with negligible difference.
Figure 4.9 shows the converged magnifying factors for wall assemblies with 1, 2 and 3 layers of gypsum 
boards after only 3 iterations. It can be seen that the magnifying factor C was zero until the EPS started melting and 
rising rapidly. It then flattened to a constant value until the EPS melted away completely, at which point it decreased 
rapidly (except in the case of the wall assembly with 3 layers of gypsum boards). The magnifying factor C dropped 
in the wall assemblies with 1 and 2 layers of gypsum boards because radiative heat transfer becomes significant 
when the temperature is high. The EPS in the wall assembly with 3 layers of gypsum boards never melted 
completely, so the magnifying factor only flattened in the 3-hour fire test simulation. It can also be seen in Figure
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4.9 that the differences between zero convective heat transfer (Nu_0), the first iteration (Nu_I1) and the second 
iteration (Nu_I2) were almost negligible.
In the analysis, the final thermal magnifying factor C was chosen to be the average integrated value for 
either the EPS melting phase or the post-EPS melting phase, as shown in Figure 4.9. The average integrated 
magnifying factor C was calculated to be 0.4382 for the wall assembly with 1 layer of gypsum boards, 0.4323 for 
the assembly with 2 layers of gypsum boards and 0.4207 for the assembly with 3 layers of gypsum boards, all in the 
EPS melting phase. The average magnifying factor C was calculated to be 0.1105 for the wall assembly with 1 layer 
of gypsum boards and 0.2 for the wall assembly with 2 layers of gypsum boards, both in the post-EPS melting 
phase.
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(a)
(b)
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(c)
Figure 4.9: (a) Thermal magnifying factor C for wall assembly with 1 layer of gypsum boards; (b) Thermal 
magnifying factor C for wall assembly with 2 layers of gypsum boards; (c) Thermal magnifying factor C for wall 
assembly with 3 layers of gypsum boards
4.5.10 Failure Analysis of Steel Studs
Each steel stud was modeled in ABAQUS and is given in Figure 4.7 (left), and two steel studs facing each 
other were connected by phenolic resin braces and are shown in Figure 4.7 (right). The failure load of two braced 
steel studs was calculated at different times of the simulated furnace fire in a nonlinear post-buckling analysis in 
ABAQUS.
4.5.11 Finite Element Models, Meshing and Boundary Conditions of Thermal Analysis in ABAQUS
The thermal analysis model of the gypsum board wall assembly, excluding the steel studs, was given 
previously in Figure 4.6. It was assumed that heat only transfers across the gypsum board in one direction and the 
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model was done in 2D. The final meshing of the models of the gypsum board wall assemblies with one, two and 
three layers of gypsum boards is given in Figure 4.10. All the models were composed entirely of DC2D4 elements. 
The model with one layer of gypsum boards had 88 elements and 198 nodes. The model with two layers of gypsum 
boards had 96 elements and 216 nodes. The model with three layers of gypsum boards had 104 elements and 234 
nodes. The elapsed times for wall assemblies with 1, 2 and 3 layers of gypsum boards were 1511 s, 2021 s and 
1824.7 s.
Figure 4.10: Meshing of the wall assembly models with one, two and three layers of gypsum boards
The boundary conditions of the wall assembly models were given in Figure 4.8. In the simulation, the 
furnace side of the wall assembly was subjected to the convective heat transfer and radiative heat transfer from the 
furnace fire, and the ambient side of the assembly was subjected to the convective heat transfer and radiative heat 
transfer at ambient temperature. The thermal coefficients and emissivities for both the furnace side and ambient side 
were introduced in the heat transfer modeling section.
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4.5.12 Finite Element Models, Meshing and Boundary Conditions of Mechanical Analysis in ABAQUS
The final meshing of a single stud and two studs braced together is given in Figure 4.11. For two steel studs 
connected together, the centroids on both the top and bottom of the steel stud assembly were pin-connected to the 
top and bottom ends of both studs. A vertical load was imposed on the top centroid for the two steel studs connected 
together as a single unit. The middle-line nodes for both steel studs are fixed in the y direction to simulate the screws 
connecting the studs with the gypsum boards. The screws act as a means to prevent buckling in the undesired y 
direction. Figure 4.12 gives the boundary conditions of both the top and bottom (left) and middle-line nodes (right) 
for two steel studs connected together by phenolic resin with a 36 in unbraced length.
Figure 4.11: Meshing of a single steel stud (left) and two steel studs braced together (right) with each model having 
36 in unbraced length
Figure 4.12: Boundary conditions for two steel studs braced together with 36 in unbraced length: top and bottom 
(left) and middle-line nodes restraint (right)
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The final model of two steel studs connected together with 36 in unbraced length had 3,168 C3D20R 
elements and 22,984 nodes. The final model of two steel studs connected together with 72 in unbraced length had 
6,336 C3D20R elements and 45,518 nodes.
4.6 Numerical Modeling Results
4.6.1 Thermal Analysis Results
The thermal analysis result was meant to determine the temperature of the steel studs on the fire and 
ambient sides as time elapses. It is assumed that the temperature of the steel studs is the same as the temperature of 
the EPS insulation where the studs are in contact with the EPS before the EPS melts away. Once the EPS melts 
away completely, the temperature of the steel studs is assumed to be uniform [28] and equal to the temperature of 
the gypsum boards that they are leaning against, whether it is the fire side gypsum board or the ambient side gypsum 
board. This assumption is due to the thinness of the steel studs (0.0566 in or 0.0346 in), short flange length (1.625 
in) and the high thermal conductivity of steel. Figure 4.13 shows 4 locations where temperature was measured in the 
2D thermal analysis. This study examined the influence of the number of layers of gypsum boards on the 
temperature response of the wall assemblies. Figure 4.14, Figure 4.15 and Figure 4.16 show the temperature at the 4 
locations as a function of time for single, double and triple layers of gypsum boards.
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Figure 4.14: Temperature of the 4 chosen locations vs time (single layer)
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Figure 4.16: Temperature of the 4 chosen locations vs time (triple layers)
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4.6.2 Mechanical Analysis Results
A failure analysis of the steel studs in the wall assembly at 1, 2 and 3 hours was examined. The 
temperatures obtained from the thermal analysis were inputted as the thermal boundary conditions for the steel 
studs. The temperatures measured at Location 2 were inputted as the overall temperature of the steel stud close to 
the fire. The temperatures measured at Location 3 were inputted as the overall temperature of the steel stud away 
from the fire. The two different unbraced lengths chosen were 36 in and 72 in, and the bracings are demonstrated in 
Figure 4.2 and Figure 4.3. Two different sized studs, 362S162-54 (16 gauge) and 362S162-33 (20 gauge), were used 
in the analysis. The chosen magnitude of imperfection of all the steel studs was L/1000. Therefore, the 36 in 
unbraced length had a largest initial deflection of 0.036 in, and the 72 in unbraced length had a largest initial 
deflection of 0.072 in. The first buckling mode of a given unbraced length (36 in or 72 in) of a two-connected-stud 
model was chosen as the imperfection shape for the two-connected-stud model with that unbraced length. Figure 
4.17 (left) gives the buckling analysis for two connected studs with a 36 in unbraced length connected to single layer 
of gypsum boards after 1 hour of fire. It can be seen that only the stud close to the fire buckled. The load imposed on 
the top centroid, as shown in Figure 4.12, kept increasing until the steel studs failed in ABAQUS. Figure 4.17 (right) 
gives the failure shape of the same two steel studs connected together with a 36 in unbraced length, and again, only 
the stud close to the fire failed.
The failure analysis obtained failure loads for the two-connected-stud models, with 36 in and 72 in 
unbraced lengths, at 1, 2 and 3 hours into the furnace fire test. Figure 4.18 and Figure 4.19 give the failure loads of 
the two studs connected together as a function of time for both 362S162-33 and 362S162-54 CSJ studs. Figure 4.20 
demonstrates the load path of two 362S162-54 studs connected together with 1 layer of gypsum boards at 1 hour of 
fire. The failure load of a model with two connected studs is defined as the largest compressive load the model can 
withstand before bifurcation takes place. After bifurcation the compressive load decreases with increased deflection, 
as shown in Figure 4.20. Tables 4.7 and 4.8 give the elapsed analysis times for the models constructed with both 
362S162-54 and 362S162-33 steel studs with varying parameters. It should be noted that the elapsed analysis time 
for a model was the overall time elapsed before ABAQUS aborted the process due to numerical non-convergence. 
The failure loads were obtained for all the models with different parameters, but different models failed at different 
times in the post-buckling analysis due to numerical non-convergence, after the failure load was achieved. 
Therefore, the elapsed times given in Tables 4.7 and 4.8 do not represent the times at which the failure loads, like 
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the one shown in Figure 4.20, occurred. It can be seen that the elapsed times varied by a very large degree for 
models with different parameters. Table 4.9 gives the summary of the buckling loads and failure loads of the two 
steel studs with different parameters, with 362S162-33 signified as G20 and 362S162-54 as G16 in the Table.
The buckling behavior of the steel studs was thoroughly analyzed and studied. Appendix D gives further
detail on the buckling analysis of steel stud 362S162-33.
Figure 4.17: Buckling shape (left) and failure shape (right) of two steel studs connected together with 36 in unbraced
Figure 4.18: Load capacity for two 362S162-33 studs connected together
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Figure 4.19: Load capacity for two 362S162-54 studs connected together
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Figure 4.20: Loading path of two 362S162-54 studs connected together with 36 in of unbraced length and 1 layer of 
gypsum boards at 1 hour fire
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Table 4.7: Elapsed time of analysis of 362S162-54 stud with varying parameters
Elapsed time
(s)
Layers of 
Gypsum boards
Hours of 
Fire
Unbraced Length 
(in)
29,155 1 1 36
11,274 1 2 36
11,405 1 3 36
17,990 2 1 36
49,554 2 2 36
26,732 2 3 36
4,649 3 1 36
19,171 3 2 36
4,429 3 3 36
4,649 NA (Ambient Temperature) 36
61,677 1 1 72
35,802 1 2 72
39,548 1 3 72
37,916 2 1 72
2,704 2 2 72
7,947 2 3 72
15,711 3 1 72
2,458 3 2 72
5,248 3 3 72
15,711 NA (Ambient Temperature) 72
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Table 4.8: Elapsed time of analysis of 362S162-33 stud with varying parameters
Elapsed time
(s)
Layers of 
Gypsum boards
Hours of 
Fire
Unbraced Length 
(in)
2,016 1 1 36
2,481 1 2 36
1,480 1 3 36
2,415 2 1 36
1,011 2 2 36
12,563 2 3 36
1,713 3 1 36
3,086 3 2 36
1,700 3 3 36
1,649 NA (Ambient Temperature) 36
5,304 1 1 72
3,053 1 2 72
3,651 1 3 72
37,916 2 1 72
11,052 2 2 72
2,425 2 3 72
9,490 3 1 72
7,640 3 2 72
4,276 3 3 72
9,490 NA (Ambient Temperature) 72
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Table 4.9: Summary of buckling and failure loads of the studs with varying parameters
G16 (36" Unbraced Length) G16 (72" Unbraced Length)
Buckling 
Load (kips)
Failure Load 
(kips)
Temperature
(F)
Buckling 
Load (kips)
Failure Load 
(kips)
Temperature
(F)
32.207 24.7 68 32.055 21.788 68
32.207 24.7 155 32.055 21.788 155
25.018 22.23 563 24.9 19.032 563
24.809 22.16 572 24.691 18.965 572
24.557 21.25 610 24.441 18.258 610
24.112 19.77 662 23.997 17.144 662
23.165 17.154 752 23.055 14.944 752
17.848 13.02 842 17.763 11.452 842
13.758 10.11 914 13.692 8.797 914
12.685 9.33 932 12.625 8.094 932
G20 (36" Unbraced Length) G20 (72" Unbraced Length)
Buckling 
Load (kips)
Failure Load 
(kips)
Temperature
(F)
Buckling 
Load (kips)
Failure Load 
(kips)
Temperature
(F)
7.3539 12.9 68 7.3205 11.965 68
7.3539 12.9 155 7.3205 11.965 155
5.7133 11.6 563 5.6873 10.07 563
5.6708 11.49 572 5.6398 10.047 572
5.6076 11 610 5.5848 9.738 610
5.5055 10.2 662 5.4805 9.126 662
5.2892 8.935 752 5.2652 7.941 752
4.0757 6.93 842 4.0572 6.056 842
3.1416 5.215 914 3.1274 4.658 914
2.8969 4.854 932 2.8837 4.292 932
4.7 Results Discussion
4.7.1 Thermal Analysis Result
It can be seen in Figure 4.14, Figure 4.15 and Figure 4.16 that the temperature on the exterior fire side of 
the gypsum board (Location 1) increases rapidly and eventually plateaus. The temperature increase varies with the 
number of layers of gypsum boards for all 4 locations. The temperature rises the fastest for the single layer gypsum 
board wall assembly, less so for the double layer wall assembly and the slowest in the triple layer assembly.
The temperature at Location 2 increases slowly before 212 F (100 C). After reaching 212 F, the 
temperature increases rapidly until it reaches over 600 F (316 C) before it slows down again. The slow increase of 
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the temperature before 212 F is due to the release and vaporization of the chemically bound water in the gypsum 
board. After all the water vaporizes, the temperature rises rapidly until reaching around 600 F, at which point the 
temperature remains rather constant for 1, 2 and 3 layers of gypsum boards for different periods of times. The reason 
temperature stays constant is because the EPS reaches 240 C (464 F) and starts melting away. The melting of EPS 
functions similarly to the release and vaporization of chemically bound water in the gypsum boards. Heat is 
absorbed but the temperature stays rather constant. It can be seen that for a single layer gypsum board wall 
assembly, the temperature slowly reaches 212 F about 15 minutes into the fire test and starts rising rapidly. Then the 
temperature stays constant until about 50 minutes due to the melting EPS. After 50 minutes, the temperature starts 
rising quickly again and eventually plateaus. The temperature of the double layer gypsum board wall assembly 
follows a very similar pattern but the timings are different. The temperature reaches 212 F at around 46 minutes 
before it rises rapidly. It then stays constant until about 110 minutes due to the melting EPS. After 110 minutes, the 
temperature starts rising fast again. For the triple layer gypsum board wall assembly, it takes 100 minutes before the 
temperature at Location 2 reaches 212 F and starts rising rapidly. After 180 minutes (3 hours) of the fire test, the 
EPS in the triple layer gypsum boards has not melted away. The second rapid temperature increase, like the ones 
shown in Figure 4.14 and Figure 4.15 in the post-EPS melting phase, is never observed in Figure 4.16.
The temperature at Location 3 stays at 68 F (20 C) for a while until it begins to increase for single, double 
and triple layers gypsum board wall assemblies. Once EPS melts away completely, the lack of thermal insulation 
increases the heat transfer via thermal radiation and thermal convection. The temperature at Location 3 starts getting 
close to the temperature at Location 2. The temperature at Location 4 varies considerably for single, double and 
triple layer gypsum board wall assemblies. The temperature at Location 4 for the single layer wall assembly stays 
constant at 68 F. After 30 minutes, the temperature starts rising slowly to about 145 F (63 C) until around 50 
minutes. After that, the temperature rises quickly to about 360 F (182 C) until 90 minutes, when the temperature 
stabilizes until the end of the 3 hours. The temperature at Location 4 for the double layer wall assembly stays at 68 
F, then increases linearly at a slow pace and never reaches 200 F at the end of 3 hours. The temperature at Location 
4 for triple layer wall assembly never exceeds 100 F during the entire 3 hours.
The highest temperatures at Location 2 of the single, double and triple layers gypsum boards wall 
assemblies after 3 hours of furnace fire test are 932 F (500 C), 842 F (450 C) and 610 F (321 C), respectively. As 
introduced before, phenolic resin only loses 11.5% of its weight in the temperature range from 297 C (566.6 F) to 
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485 C (905 F) and loses 29% of its weight from 485 C (905 F) to 622 C (1151.6 F) [23]. Therefore, the phenolic 
resin bracing will stay effective during the entire 3 hours.
It is concluded that gypsum boards have a significant thermal insulation effect on the wall assembly due to 
their low thermal conductivity and the release and vaporization of chemically bound water. EPS effectively slows 
down the temperature rise due to its low thermal conductivity and the absorption of heat when it is melting away. 
Phenolic resin can be effective during the entire 3 hours even for the wall assembly with a single layer of gypsum 
boards.
4.7.2 Mechanical Analysis Result
The buckling shape and failure shape of the two-connected-steel-stud are given in Figure 4.17. The 
connected-steel-stud assembly failed at the middle section of the steel stud close to the fire side of the gypsum board 
(higher temperature). As shown in Figure 4.17 (right), the failure happened at the middle section of the stud due to 
the default ABAQUS setting. The largest deflection always occurs at the middle section in the buckling analysis in 
ABAQUS. In reality, the failure is most likely to happen at locations of stress concentration [1]. The ultimate failure 
loads of the connected-steel-stud assemblies are given as functions of temperature in Figure 4.18 (362S162-33) and 
Figure 4.19 (362S162-54). It can be seen that as temperature increases, the patterns of the ultimate failure loads vs 
temperature are almost identical for 362S162-33 and 362S162-54. The ultimate failure loads for 362S162-54 studs 
are about twice as high as that for 362S162-33 studs for the same unbraced length.
It is concluded that temperature has a significant effect on the ultimate failure loads of steel studs. This is 
because the mechanical properties of steel (yield stress and Young's modulus) degrade with increase in temperature. 
Different gauges or sizes of steel studs significantly affect the ultimate failure loads as demonstrated by the 
comparison between 362S162-33 and 362S162-54. Different bracing lengths can also be helpful to boost the failure 
load of the wall assembly as demonstrated in Figure 4.18 and Figure 4.19. The failure loads for the 36 in unbraced 
length are about 10% higher than the 72 in unbraced length.
Table 4.9 gives the comparison of the buckling loads and failure loads of the steel studs with different 
parameters. It can be observed that the local buckling loads for the same steel stud are almost always identical 
regardless of the unbraced length at a fixed temperature, and it is because local buckling load is independent of the 
unbraced length, unlike global buckling. On the other hand, different unbraced lengths can influence the failure load 
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of the steel stud, due to post-buckling behavior where inelasticity of the material (steel) takes into effect. However, it 
can also be seen that the buckling loads of 362S162-54 (16G) are higher than the failure loads of the studs, whereas 
it is the opposite for 362S162-33 (20G). The explanation for this behavior is that 362S162-54 is a compact member 
and 362S162-33 is a non-compact member. The elastic buckling analysis does not consider the inelastic yielding of 
the steel and will generate higher loads for buckling than for failure, in the case of compact structural members.
4.8 Conclusions
This study introduced a numerical modeling methodology for evaluating the thermal and mechanical 
behaviors of a new composite steel-EPS wall assembly insulated with varying layers of gypsum boards. The wall 
assembly consisted of light gauge steel studs, EPS insulation and gypsum boards. The EPS insulation had the 
thickness of 7.5 in, and the steel studs used in simulation were 362S162-33 and 362S162-54. The chosen unbraced 
lengths were 36 in and 72 in. The fire performance of any new gypsum board wall assembly is typically determined 
by a standard furnace fire test before it can be used in the construction industry. The author proposed an alternative 
of numerical analysis and obtained numerical results for the new composite gypsum board wall assemblies with 
varying parameters. Several conclusions can be drawn from these results.
1. Gypsum boards have a significant thermal insulation effect on the wall assembly due to their low 
thermal conductivity and the vaporization of chemically bound water.
2. EPS effectively slows down the temperature rise due to its low thermal conductivity and the heat 
absorption when it is melting away.
3. The temperature of the cavity of the wall assembly will not be high enough to melt the phenolic resin 
bracing.
4. The ultimate failure load of the steel studs can be significantly affected by the temperature of the studs.
5. Different stud sizes can also significantly affect the ultimate failure loads of the wall assemblies.
6. Phenolic resin can be used as bracing devices to increase the ultimate failure loads of the wall 
assemblies.
7. Numerical analysis can be used to predict the thermal and mechanical response of the new gypsum 
board wall assembly, but a standard furnace fire test should be considered before the wall assembly 
can be used in the construction industry.
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Chapter 5 Summary, Conclusion and Future Work
5.1 Summary
This dissertation gave a detailed numerical analysis of a new composite steel-EPS gypsum board wall 
assembly by using verified thermal and mechanical modeling methodology of existing experimental fire tests of a 
non-load-bearing and a load-bearing gypsum board wall assemblies. The thermal and mechanical behaviors of the 
new wall assembly were thoroughly studied, and subsequently the ultimate failure loads of the new wall assemblies 
with varying layers of gypsum boards at 1, 2 and 3 hours of fire were obtained.
The first chapter introduced the concept of fire safety design and its ever rising importance as an 
engineering subject, especially since 9/11 attack [1]. The chapter then introduced the increasing popularity of using 
gypsum boards as compartmentation devices [2]. The reason behind the increasing popularity is the positive traits 
gypsum boards possess such as high strength-to-weight ratio, easy installation and high thermal insulation. In 
practice, gypsum boards are usually framed with steel studs inside to form gypsum board wall assemblies with or 
without insulation in the cavity [2]. ASTM E119 was introduced as the standard document for fire tests of building 
materials or structural elements for their FRR assessment in the US [3].
The chapter went on to explain the objective of the dissertation. The goal was to use verified numerical 
simulation methodology of existing fire tests of gypsum board wall assemblies to simulate the fire test of the new 
wall assembly. The outline of the dissertation was subsequently given.
Chapter 2 gave one set of existing fire tests of a non-load-bearing gypsum board wall assembly. Manzello 
[4] did a series of fire tests to test the FRR of one specific non-load-bearing gypsum board wall assembly in both the 
US and Japan. All the fire tests were supposed to be identical. They recorded the temperature on the unexposed side 
of the gypsum boards but did not record the mechanical response of the gypsum board at all. The author of this 
study was able to numerically simulate the fire test of the non-load-bearing gypsum board wall assembly and was 
able to obtain numerical results very similar to Manzello's experimental results, by adjusting the reported thermal 
properties of the gypsum boards and using creative heat transfer techniques. Therefore, the thermal modeling 
methodology was verified.
Chapter 3 introduced another set of existing fire tests of a load-bearing gypsum board wall assembly. 
Kolarkar [2] peformed numerous fire tests of different gypsum board wall assemblies with varying parameters such 
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as the thickness, the number of layers and the types of the gypsum boards. Kolarkar [2] also did fire tests for both 
non-load-bearing and load-bearing gypsum board wall assemblies. The author of this study numerically simulated 
one of the load-bearing gypsum board wall assemblies, and again was able to obtain very similar numerical results 
against Kolarkar's experimental results by using selected parameters. The selected parameters included the 
mechanical properties of the steel studs, the boundary conditions and the magnitude of imperfection assigned to the 
steel studs. The author also investigated the importance of the stiffness provided by the gypsum boards and the 
effect of nailing spacing between the gypsum boards and the studs. The mechanical modeling methodology was thus 
also verified.
In Chapter 4, after the verification of both the thermal and mechanical modeling methodology, the author 
simulated the standard fire test of the new composite steel-EPS gypsum board wall assembly. The author was able to 
obtain the numerically simulated temperature and deflection of the wall assembly at various locations. A detailed 
discussion section was given on the simulated results. The ultimate failure loads of the new gypsum board wall 
assemblies with single, double and triple layers of gypsum boards were deduced at 1, 2 and 3 hours of the fire test.
5.2 Conclusion
Chapter 2 drew several conclusions regarding the simulation of fire tests of non-load-bearing gypsum board 
wall assemblies. The thermal conductivity and specific heat of gypsum boards in numerical simulation can and will 
always be different from measured values via experiments. The reported thermal conductivity by Manzello was only 
measured after the gypsum board was dehydrated unlike the condition in the fire tests, during which the majority of 
the thermal insulation effect takes place between 100 C and 200 C when gypsum boards lose chemically bound 
water. In addition, several other factors, such as the migration of water vapor, also could potentially change the 
thermal properties of gypsum boards in the fire tests. By adjusting the specific heat alone, it is possible to achieve 
numerical results that are very similar to the experimental ones, which results in a plausible thermal modeling 
methodology. The integrated specific heat across the temperature domain is the enthalpy of the gypsum board and 
thus cannot be changed due to conservation of energy.
Chapter 3 introduced the simulation of one existing fire test of one specific non-load-bearing gypsum board 
wall assembly. Gypsum boards provided little stiffness to the steel stud in the fire test performed by Kolarkar. The 
numerical results were very similar with or without the stiffness added by the gypsum boards. Gypsum boards did 
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however function as a bracing device to keep the steel stud from global buckling. The magnitude of imperfection 
could significantly affect the load carrying capacity of the steel studs in vertical loading test at ambient temperature, 
according to the simulated numerical results. However, the magnitude of imperfection did not affect the overall 
responses of the stud as much in the fire test where thermal bowing and thermal degradation of the steel stud were 
the major contributors to the time of failure. The spacing of the nails connecting gypsum boards with steel studs had 
only a minor effect on the overall response of the steel stud in both ambient and fire tests, given if the spacing was 
100 mm or less. The right combination of different parameters inputted into the numerical model can generate the 
desired numerical results. The study achieved an implementable numerical simulation methodology for mechanical 
analysis of gypsum board wall assemblies.
A numerical simulation of the new composite steel-EPS gypsum board wall assembly was introduced in 
Chapter 4. Gypsum boards had a very significant thermal insulation effect on the wall assembly due to their low 
thermal conductivity and absorption of heat during the release and vaporization of chemically bound water. EPS, 
due to its low thermal conductivity and heat absorption when being melted away, also effectively slowed down the 
temperature rise of the wall assembly. Even with only one layer of gypsum board as insulation, the temperature of 
the wall assembly was not high enough to melt away the phenolic resin bracing after 3 hours of fire. Different stud 
sizes and unbraced lengths could greatly influence the load carrying capacity of wall assemblies.
5.3 Future Work
Regarding future work, a list of studies or improvements can be done.
1. More numerical simulations should be conducted on other existing fire tests of non-load-bearing and load­
bearing gypsum board wall assemblies. This would further verify the numerical modeling methodology by 
comparing numerical results with experimental results.
2. More numerical simulations should also be done on a variety of the new composite steel-EPS gypsum 
board wall assemblies. Varying parameters, such as the thickness of the composite insulation, the size and 
type of the steel studs and different types and number of layers of gypsum boards, should be considered.
3. Fire tests should be done on the new composite steel-EPS gypsum board wall assemblies to verify the 
numerical simulation methodology.
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Appendix A Verification of Heat Transfer in ABAQUS
The following content gives the theoretical results vs numerical results in ABAQUS for the three basic 
forms of heat transfer: conduction, convection and radiation. All three forms of heat transfer require a temperature 
difference. It is worth noting that only one dimensional thermal analysis verification is given in this appendix 
because only one dimensional heat transfer was assumed to take place in the thermal analysis of the gypsum board 
wall assemblies.
The first three sections of the appendix give the verification of numerical results against theoretical results 
for steady state heat transfer analysis of conduction, convection and radiation. Steady state heat transfer takes place 
when the temperature at any point of the system doesn't change with time. The last section of the appendix gives the 
verification of numerical results against theoretical results for transient convective heat transfer analysis. It is worth 
noting that the model of the 1D heat transfer analysis was modeled in 3D with DC3D8 elements in ABAQUS. Heat 
was assumed to only transfer in the longitudinal direction of the models given in this Appendix, as no temperature 
difference existed in the other two dimensions.
A1 Steady State Conductive Heat Transfer in 1D
Heat transfer can take place in the form of thermal conduction. Conduction is the transfer of energy from 
the more energetic particles of a substance to the adjacent, less energetic ones as a result of interactions between the 
particles. In the case presented here, a block with the dimension of 1 m X 1 m X 20 m was analyzed. The 
temperature on one side of the block was 100 C and on the other side was 0 C. The material properties of the block 
were chosen as such: 1 W/m*K for thermal conductivity, 1000 kg/m3 for density and 1000 J/kg*C for specific heat. 
The model and its boundary conditions for temperature are shown in Figure A1.
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Figure A1: Thermal conduction model with boundary conditions
Figure A2 shows the numerical results for the heat influx of the model and Figure A3 shows the numerical
results for temperature gradient. It can be observed that the theoretical results for steady state heat flux and 
numerical results calculated by ABAQUS are identical. The model consisted of 2,025 nodes and 1,280 elements 
with the typical element size 0.25 m X 0.25 m X 0.25 m. The total elapsed time for the analysis was 4 s.
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The theoretical heat flux for steady state heat flux can be calculated by Equation A1.
Figure A2: Numerical results of heat flux for the modeled thermal conduction
119
Figure A3: Numerical results of temperature gradient for the modeled thermal conduction
A2 Steady State Convective Heat Transfer in 1D
Convection is the mode of energy transfer between a solid surface and the adjacent liquid or gas that is in 
motion, and it involves the combined effects of conduction and fluid motion [18]. Despite the complexity regarding 
thermal convection, the rate of convective heat transfer is observed to be proportional to the temperature difference. 
The rate of heat transfer is conveniently expressed by Newton's law of cooling as given by Equation A2, where h is 
the convective heat transfer coefficient, Ts is the surface temperature and Ta is the ambient temperature. In the case 
analyzed here, the convective heat transfer model is exactly the same as the thermal conduction model with the same 
material properties. However, the boundary conditions are different. The temperature at one end stays at 0 C, and the 
other end is exposed to an ambient temperature of 100 C with a heat transfer coefficient of 10 W/m2*K. The model 
is given in Figure A4. The numerical result for the heat flux is shown in Figure A5, and the numerical result for the 
temperature gradient is shown in Figure A6.
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Figure A4: Thermal convection model with boundary conditions
Figure A5: Numerical results of heat flux for the modeled thermal convection
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Figure A6: Numerical results of temperature gradient for the modeled thermal convection
A3 Steady state radiative heat transfer in 1D
Radiation is the energy emitted by matter in the form of electromagnetic waves as a result of the changes in 
the electronic configurations of the atoms or molecules. Radiation is usually considered a surface phenomenon. 
When a surface of emissivity ε is enclosed by a much larger surface at thermodynamic temperature Ta and separated 
by a fluid, the net rate of radiative heat flux between these two surfaces is given by
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The theoretical heat flux, calculated by Equation A3, resulted in the steady state surface temperature of
99.5025 C. The theoretical heat flux coincides with the numerical heat flux calculated from ABAQUS. The model 
consisted of 2,025 nodes and 1,280 elements with the typical element size 0.25 m X 0.25 m X 0.25 m. The total 
elapsed time for the analysis was 4 s.
q = εσ(Ts4-T4a) (A4)
where ε is the surface emissivity, σ = 5.670 E-8 W/m2*K4 is the Stefan-Boltzmann constant, Ts is the surface 
temperature and Ta is the ambient temperature. The model used for this radiative heat transfer analysis was again the 
same as the previous two models. The radiative heat transfer model had a temperature of 0 C at one end and a 
temperature of 100 C at the other end, with 0.5 as the surface emissivity. Figure A7 shows the model in ABAQUS. 
Figure A8 shows the numerical results for heat flux, and Figure A9 shows the numerical results for the temperature
gradient.
Figure A7: Thermal radiation model with boundary conditions
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Figure A8: Numerical results of heat flux for the modeled thermal radiation
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Figure A9: Numerical results of temperature gradient for the modeled thermal radiation
The result again coincides with the numerical heat flux. The model consisted of 2,025 nodes and 1,280 elements 
with the typical element size 0.25 m X 0.25 m X 0.25 m. The total elapsed time for the analysis was 4 s.
The second part of this appendix gives the validation of the numerical transient heat transfer analysis 
against theoretical transient heat transfer analysis. In steady state heat transfer analysis, thermal equilibrium is 
reached so temperature may vary at different locations but not with time. In transient heat transfer analysis, 
however, thermal equilibrium is not achieved and therefore temperature can change with locations and time. It is 
usually hard to analyze transient heat transfer because it involves solving partial differential equations which govern 
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The theoretical radiation heat flux can be calculated by Equation A5.
the heat transfer mechanism. The independent variables are in dimensions ( x, y and z) and in time (t), and the 
solution of the governing partial differential equations typically involves infinite series and transcendental equations. 
The section below demonstrates a 1D transient convective heat transfer analysis.
A4 Transient Convective Heat Transfer in 1D
Figure A10 shows a 1D plane wall with the thickness of 2L and initial temperature Ti. At time t=0, the wall 
is immersed in a fluid at temperature Ta (ambient temperature) and is subjected to convective heat transfer from both 
sides with a convective coefficient of h. The height and the width of the wall are considered to be infinity. 
Therefore, the heat transfer can be modeled in 1D. Moreover, the model has thermal symmetry and the temperature 
gradient profile and heat flux profile must be symmetrical about the centerline, as shown in Figure A10. The 
problem can thus be simplified by reducing the wall thickness in half.
Figure A10: Transient heat transfer for a 1D plane wall
A4.1 Analytical Solution of the 1D Plane Wall Heat Transfer
The 1D transient convective heat transfer problem can be mathematically expressed by the following 
equations.
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Differential equation:
where a=k∕(ρ *cp) is the thermal diffusivity of the material. The density of the material ρ was chosen to be 1 kg/m3.
Equation A7 can be further simplified with dimensionless variables given below.
Dimensionless differential equation:
Dimensionless boundary conditions:
Dimensionless initial conditions:
Where:
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Boundary conditions:
Initial conditions:
The solution of the problem has been solved and well documented and it takes the form as
Where:
λn are the roots of λntan(λn) = Bi
In this study, the variables are chosen as
(A17)
Therefore, the analytical results of the problem can be calculated by inputting all the variables into the solution of 
the problem.
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A4.2 Numerical Solution of the 1D Plane Wall Heat Transfer
The problem can also be solved numerically with finite difference method. The finite element scheme is
written as
The solution of the problem was calculated progressively with MATLAB.
A4.3 ABAQUS Simulation Results
The problem was also simulated in ABAQUS. The initial condition, boundary conditions and meshing are 
shown in Figure A11. It is worth noting that the model of the 1D plane wall, just like the models given in the 
previous section, was a 3D model in ABAQUS with thermal insulation and zero temperature difference in the other 
two dimensions. The heat could only flow in the longitudinal direction in the model. The model consisted of 12,221 
129 
nodes and 10,000 DC3D8 elements. The typical element size was 0.1 m X 0.1 m X 0.1 m. The elapsed time for the 
analysis was 15.7 s.
Figure A11: Initial conditions, boundary conditions and meshing of 1D plane wall
The results of analytical analysis, numerical analysis with finite difference method and ABAQUS 
simulation are shown in Figure A12. The results measured 10 s of simulation. It can be observed that the results 
from analytical analysis, numerical analysis with finite difference method and numerical simulation with ABAQUS 
are virtually identical.
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Figure A12: Analytical, numerical and ABAQUS simulated results of 1D plane wall
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Appendix B Spring Stiffness Calculation
B1 Introduction
The following content gives the spring constant calculation of the stiffness provided by the gypsum boards 
in the y and z directions. It was assumed that the gypsum boards provided adequate restraint in the x direction. The 
demonstration of the spring stiffness provided by the gypsum boards to a stud is given in Figure B1.
Figure B1: Steel stud strengthened by springs
B2 Spring Constant in the y Direction
The springs were further distributed evenly as elastic springs acting on a beam as shown in Figure B2 (left).
The structure given in Figure B2 (left) should behave the same way as the steel stud, when stiffened by the tributary 
gypsum boards, should behave under the same uniformly distributed load, given in Figure B2 (right). The evenly 
distributed spring constant, k, in Figure B2 should follow Equation B1 with regard to each individual spring's 
constant, Ky.
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Figure B2: Steel stud stiffened by springs (left) and steel stud with tributary gypsum boards (right)
Where:
Ky is the spring stiffness of a single spring element, provided by the gypsum boards;
k is the evenly distributed elastic spring constant representing the tributary gypsum boards; and 
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N is the number of springs representing screws on the studs; N = 50.
The cross section of the stud fastened with tributary gypsum boards is given in Figure B3 (a), and the 
transformed cross section for the stud with tributary gypsum boards is given in Figure B3 (b). The transformation of 
the section was based on the assumption that there was no relative movement between the stud and the gypsum 
boards. The Young's modulus of gypsum boards is only 0.2% of that of steel. 1.2 mm steel flanges were calculated 
by dividing the 600 mm wide gypsum boards by the ratio of the steel's Young's modulus to the gypsum board's 
Young's modulus. The transformed section in Figure B3 (b) uses two 1.2 mm thick steel flanges on top and bottom 
representing the 600 mm wide tributary gypsum boards.
Figure B3: (a) Stud with tributary gypsum boards; (b) transformed section for the stud with tributary gypsum boards 
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The deflection of the transformed cross section given in Figure B3 (b) under a uniformly distributed load of 1000
N/m can be calculated by the following equation.
Where:
Umid is the deflection of the transformed cross section under the uniformly distributed load;
E is the measured Young's modulus for the steel stud, 214GPa;
w is the uniformly distributed load, 1000 N/m;
L is the height of the wall assembly, 2.4 m; and
It is the second moment of area of the transformed cross section given in Figure B3 (b) and is calculated in the 
following equation.
The steel stud stiffened by linear springs in Figure B2 (left) should have the same deflection as the steel stud with 
tributary gypsum boards in Figure B3 (right). The governing differential equation for a beam on linear elastic 
foundation in Figure B4 is given by Equation B4 [1].
Figure B4: A beam on linear elastic foundation
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Where:
U (x) is the deflection of the beam under the distributed load;
E is the measured Young's modulus of steel stud, 214 GPa;
w(x) is the distributed load;
k is the spring constant for the elastic foundation;
L is the length of the beam, 2.4 m in this case; and
I is the second moment of area of the beam resting on the elastic foundation.
The beam in this case is the steel stud given in Figure B1. The second moment of area of the steel stud is calculated 
in the following equation.
The solution of the governing differential equation (Equation B4) with the uniformly distributed load w is given in 
the following equations.
The chosen boundary conditions of the differential equation in this case are expressed by the following equations.
The equations given above represent a pinned-pinned boundary condition. Equations B6 and B7 can be solved with 
boundary conditions (B8), the uniformly distributed load w and a given spring constant k. Table B1 gives the 
deflection of the stud at the mid-section with different spring constants under w = 1000 N/m. The coefficients in 
Equation B6 are also given in Table B1.
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Table B1: Deflection of the studs at the mid-section with different spring constants under 1000 N/m
k (N/m/m) a C1 C2 C3 C4 Umid (m)
1000 0.2487 -0.1398 -0.3426 -0.1398 -0.6574 0.0066
10000 0.4423 -0.0207 -0.0198 -0.0207 -0.0802 0.0063
65000 0.7062 -0.0028 -1.71E-04 -0.0028 -0.0152 0.0049
100000 0.7865 -0.0015 -2.61E-04 -0.0015 -0.0103 0.0043
Therefore, the linear elastic spring constant was calculated to be 65000 N/m/m and Ky was calculated to be 3120
N/m (20 lbs/in) according to Equation B1. In the study, Ky was conservatively chosen to be 3500 N/m.
B3 Spring Constant in the z Direction
It was assumed that the two gypsum boards acted like a column under compressive load, and the nails 
provided adequate restraint to prevent any movement between the gypsum boards and the steel studs. The stiffness 
provided by the gypsum boards is demonstrate in Figure B5 and calculated with Equation B9.
Figure B5: Demonstration of stiffness provided by gypsum boards in the z direction
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Where:
Kz is the spring stiffness provided by the gypsum boards;
E is the Young's modulus of the gypsum boards, 480MPa;
N is the number of springs representing screws on the studs; N = 50;
L is the height of the wall assembly, 2.4 m; and
A is the cross section area of the two tributary gypsum boards and is calculated as such:
A = 2bh = 0.0192m2 (B10)
Where:
b is the width of the gypsum boards, 600 mm, as shown in Figure B5;
h is the thickness of the gypsum boards, 16 mm.
However, the individual springs created numerical instability due to large local nonlinear deflection. To solve this 
problem, the spring constants in both the y and z directions were evenly distributed at 9 locations, as given in Figure 
B6.
It can be seen that each sub-spring was assigned with the spring constants ky and kz and given in Equations B11 
and B12.
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Figure B6: Distribution of spring constants at each screw location
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Appendix C Convergence Test Analysis
C1 Introduction
This appendix gives the convergence test of two 72 in long 362S162-33 cold-formed steel studs connected 
together. Each stud has an unbraced length of 72 in. Figure C1 gives the profile of a 362S162-33 steel stud.
Figure C1: 362S162-33 cold-formed steel stud
C2 Converge Test with Progressively Finer Meshing
A pair of connected 362S162-33 cold-formed steel studs was built in ABAQUS and given in Figure C2.
The boundary conditions of the braced steel studs are given in Figure C3.
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Figure C2: Two 72 in long 362S162-33 cold-formed steel studs connected together without lateral bracing
Figure C3: Boundary conditions of the two steel studs connected together
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Figure C4 gives the first buckling load of the connected steel studs' vs the number of elements used, Figure 
C5 gives the load-deflection path of the non-linear analysis of the model under compressive load with 4 different 
numbers of elements and Figure C6 gives the failure load of the model vs the number of elements used. As shown in 
Figure C5, the failure load is the maximum load in the load-deflection path right before numerical bifurcation, at the 
moment the connected steel studs buckle. All the elements were C3D20R. The elapsed times for different models 
with different sizes of elements are given in Table C1.
Figure C4: First buckling load of the two connected steel studs' vs number of elements
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Figure C5: The loading path of the connected steel studs under compressive load with different numbers of elements
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Figure C6: Failure load of the model vs number of elements
Table C1: Elapsed times of models with different sizes of elements
Number of Elements Elapsed Time(s)
12672 2432
15840 3121.8
25344 6943.5
50688 12406
63360 13244
It can be seen in Figure C4 that the first buckling load of the model converged as the number of elements increased. 
Figure C5 demonstrates that, even as the number of elements increased, the failure load only varied slightly and the 
load-deflection paths were almost always identical. Figure C6 gives the oscillatory converging pattern of the failure 
load of the model as the number of elements increased.
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C3 Convergence Test with Grid Convergence Index (GCI) Method
Roache [1] proposed a new method for grid refinement studies. He introduced the concept of Grid
Convergence Index (GCI) and used the following equations to study the convergence of a finite element model.
Where:
f1 is the discrete numerical solution of fine grid;
f2 is the discrete numerical solution of coarse grid;
r is the grid refinement ratio h2∕h1 ;
h1 is the typical spacing of fine grid;
h2 is the typical spacing of coarse grid; and 
p is the number of the order of the GCI method, e. g. p = 1,2,3, etc.
According to the numerical results given above, a GCI table is given in Table C2.
Table C2: GCI for two-362S162-33 steel stud-braced-together model
1st Buckling Load Fine Grid GCI Coarse Grid GCI
p r. 4 2 1.25 4 2 1.25
1 0.0096% 0.0246% 0.0656% 0.0383% 0.0492% 0.0820%
2 0.0019% 0.0082% 0.0291% 0.0306% 0.0328% 0.0455%
3 0.0005% 0.0035% 0.0172% 0.0291% 0.0281% 0.0336%
4 0.0001% 0.0016% 0.0114% 0.0288% 0.0262% 0.0278%
Failure Load Fine Grid GCI Coarse Grid GCI
p r 4 2 1.25 4 2 1.25
1 0.5553% 4.4843% 14.8364% 2.2214% 8.9686% 18.5455%
2 0.1111% 1.4948% 6.5939% 1.7771% 5.9791% 10.3030%
3 0.0264% 0.6406% 3.8915% 1.6925% 5.1249% 7.6006%
4 0.0065% 0.2990% 2.5732% 1.6726% 4.7833% 6.2823%
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It can be seen in Table C2 that all the GCI values decreased as the r and p values increased. In the analysis of both 
the first buckling load and the failure load, the fine grid GCI values were less than the coarse grid GCI values.
The GCI values for the first buckling load analysis, for both fine grid and coarse grid, decreased at a faster rate than 
the GCI values of the failure load analysis. Therefore, it can be safely concluded that, though the first buckling load 
converged faster, both numerical results were converging.
It is worth noting that convergence test analysis for more models may be needed for the purpose of 
publishing several chapters of this dissertation, if required by the journals.
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Appendix D Buckling Analysis of Steel Studs
D1 Introduction
The following content gives the buckling analysis of 362S162-33 (Figure D1) cold-formed steel studs at the 
unbraced lengths of 72 in, 144 in and 432 in.
Figure D1: 362S162-33 cold-formed steel stud
D2 Buckling Of Thin-Walled, Open Cross-Section Columns
Cold-formed, thin-walled, open cross-section steel members are widely used in construction industry, and 
Figure D2 [1] shows some typical cold-formed, thin-walled steel members. Cold-formed, thin-walled steel members 
possess the positive traits of high strength-to-weight ratio, economically viable and can be easily installed. However, 
due to their thin-walled and open cross-section nature, buckling analysis becomes a top priority in their structural 
design. Figure D3 [1] gives all the possible local (a) and global (b) buckling modes of steel studs for wall 
assemblies. In designing cold-formed, thin-walled steel studs, local buckling, distortional buckling and Euler 
buckling are the main concerns [2]. Figure D4 [3] gives the buckling analysis of a 362S162-68 (3.625 in X 1.625 in 
X 0.5 in X 0.0713 in) steel stud with Finite Strip Method. It can be seen that the spring stiffness provided by the 
gypsum boards has virtually no effect on local buckling behavior, though it does have a minor effect on distortional 
buckling and a major effect on global buckling. Because local buckling is independent of the unbraced length, 
gypusm boards are expected to have no effect on local buckling.
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Figure D2: Typical cold-formed, thin-walled, open cross-section steel members [1]
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Figure D3: (a) Possible local buckling modes; (b) possible global buckling modes [1]
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Figure D4: Different buckling modes of a 362S162-68 steel stud with (right) and without (left) spring braces [3]
D3 Local Buckling of Plates
The local buckling phenomenon has been thoroughly experimented and studied by numerous researchers, 
such as Timoshenko and Gere [4]. The local buckling stress fcr of a plate shown in Figure D5 [5] is given by 
Equation D1. The local buckling coefficient k is given in Figure D6 [5] with different boundary conditions. It can be 
seen that local buckling stress fcr is independent of unbraced length a.
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Figure D5: Plate subjected to compressive load [5]
Where: 
k is the local buckling coefficient and is given in Figure D5 with different boundary conditions;
E is Young's modulus of the plate;
υ is Poisson's ratio;
t is the thickness of the plate; and
b is the width of the plate under compressive load.
Boundary Condition Local Buckling Coefficient, k Half-Wavelength
4.0 b
SS
SS SS
SS
6.97 0.66bSS SS
SS
SS SS
0.425
0.675
∞
2b
1.247 1.636bFree
Figure D6: Local buckling coefficient k with different boundary conditions
Where: 
“S.S” is the simply-supported boundary condition where axial deformation is allowed, and the edges are free to 
rotate but cannot translate out of plane;
“Free” is the non-restraint boundary condition where no restraint is imposed, and the edges are free to translate and 
rotate; and
“Built-in” is the rigid boundary condition where only axial deformation is allowed but no translation or rotation.
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D4 Buckling Analysis of 362S162-33
A 362S162-33 steel stud was modeled in ABAQUS, and its buckling analysis was conducted. Table D1 
gives the steel properties at different temperatures. The temperature of the steel stud was chosen to be 752 F. 
Figure D7 gives two 362S162-33 steel studs in ABAQUS with 72 in and 144 in unbraced lengths. Figure D8 gives 
the meshing of two models. Both models used C3D20R elements with typical element size 0.5 in X 0.226 in X 
0.0346 in. The stud with a 72 in unbraced length had 6,336 elements and 45,295 nodes. The stud with a 144 in 
unbraced length had 12,672 elements and 90,367 nodes. The boundary conditions of the two models were also 
identical and are given in Figure D9. The two ends of the steel stud in each model were pin-connected to the 
centroids with one centroid restrained in the x, y and θx directions and the other centroid restrained in the x, y, z and 
θx directions. The middle-line nodes of the steel stud in each model were restrained in the y direction to simulate the 
gypsum board bracing.
Table D1: Properties of steel used (A33) at different temperatures
Temperature Young's Modulus Yield Stress Temperature Young's Modulus Yield Stress
T (F) E (ksi) Fy (ksi) T (C) E (GPa) Fy (MPa)
68 29,000 33 20 500 227.53
200 29,000 33 93 500 227.53
400 26,100 26.4 204 450 182.02
600 22,620 19.14 316 390 131.97
750 20,300 13.86 399 350 95.56
800 19,430 13.2 427 335 91.01
1,000 14,210 9.57 538 245 65.98
1,200 6,380 4.29 649 110 29.58
1,400 3,190 1.98 760 55 13.65
1,600 2,030 1.32 871 35 9.10
1,800 1,450 0.99 982 25 6.83
2,000 580 0.33 1093 10 2.28
2,200 0 0 1204 0 0.00
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Figure D7: 362S162-33 steel-stud models with 72 in (left) and 144 in (right) unbraced lengths in ABAQUS
Figure D8: Meshing of two stud models with 72 in unbraced length (left) and 144 in unbraced length (right)
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(a) (b)
(c)
Figure D9: Boundary conditions of the steel-stud models (72 in and 144 in unbraced lengths)
The first, second and third buckling modes for both models are given in Figure D10 and Figure D11. It can 
be seen that the 362S162-33 model with a 72 in unbraced length never buckled globally and the first three buckling 
loads were almost identical. The 362S162-33 model with a 144 in unbraced length, on the other hand, buckled 
globally in its first buckling mode, as can be seen in Figure D11 (a). As expected, the first local buckling loads were 
almost identical for the 362S162-33 models with 72 in (first buckling mode) and 144 in (second buckling mode) 
unbraced lengths. In both models, only the first three eigenvalues were calculated. The elapsed analysis times for 
models with 72 in and 144 in unbraced lengths were 366.5 s and 1077 s, respectively.
156
Figure D10: First three buckling modes of the steel stud with a 72 in unbraced length
(a): First buckling mode; (b): second buckling mode; (c): third buckling mode
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(b)(a)
(c)
Figure D11: First three buckling modes of the steel stud with a 144 in unbraced length
(a): First buckling mode; (b): second buckling mode; (c): third buckling mode
The author also conducted buckling analysis of two 362S162-33 steel studs connected together with 
phenolic resin. Figure D12 shows the two connected steel studs with unbraced lengths of 144 in (a) and 432 in (b). 
Figure D13 shows the meshing of the two models. The temperature of the steel studs was again chosen as 752 F, and 
the two models used C3D20R elements with typical element size 0.5 in X 0.226 in X 0.0346 in as well. The 
connected-stud model with a 144 in unbraced length had 25,344 elements and 180,734 nodes. The connected-stud 
model with a 432 in unbraced length had 76,032 elements and 541,310 nodes. Figure D14 gives the boundary 
conditions of the two models of connected steel studs. The two ends of the connected steel studs in each model were 
pin-connected to the centroids with one centroid restrained in the x, y and θx directions and the other centroid 
restrained in the x, y, z and θx directions. The middle-line nodes of the steel studs in each model were restrained in 
the y direction to simulate the gypsum board bracing.
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Figure D12: Two connected steel studs with unbraced lengths of 144 in (left) and 432 in (right)
Figure D13: Meshing of the two connected-steel-stud models with unbraced lengths of 144 in (left) and 432 in 
(right)
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Figure D14: Boundary conditions of the connected-steel-stud models (144 in and 432 in unbraced lengths)
Figure D15 gives the results of the first and second buckling modes of the two connected steel studs with 
the unbraced length of 144 in, and the buckling loads were identical. Both studs buckled locally in the first and 
second buckling modes. The two modes differed only by which stud buckled due to how numerical disturbance was 
assigned in ABAQUS. Figure D16 gives the first, second, third, fourth and fifth buckling modes of the connected 
steel studs with the unbraced length of 432 in. It can be seen that the first five buckling modes were all global 
buckling modes. Figure D17 shows the eleventh buckling mode was the first local buckling mode. The local 
buckling loads were again almost identical for the two connected-steel-stud models with 144 in (first and second 
buckling modes) and 432 in (eleventh buckling mode/first local buckling mode) unbraced lengths. In both models, 
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the first 20 eigenvalues were calculated. The elapsed analysis times for models with 144 in and 432 in unbraced 
lengths were 5,383.1 s and 22,380 s, respectively.
Figure D15: First (left) and second (right) buckling modes of two connected steel studs with the unbraced length of 
144 in
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Figure D16: First five buckling modes of two connected steel studs with the unbraced length of 432 in
(a): First buckling mode; (b): second buckling mode; (c): third buckling mode; (d): fourth buckling mode; (e): fifth 
buckling mode
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Figure D17: First local buckling mode (eleventh buckling mode overall) of two connected steel studs with the 
unbraced length of 432 in
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